Function Generator

Technical data

Frequency range

0.2Hz/2Hz/20Hz/200Hz/2kHz/20kHz/200kHz /2MHz

Amplitude (2Vp-p~20Vp-p) +20%
Output signal impedance 500Q
Attenuation 20dB/40dB

Duty cycle 20%~80% (=10%)
Displaying 5 digits LED frequency display and 3 digits LED amplitude display synchronously
Sine wave Distortion<2%

Triangle wave

Linearity>99%

Square wave

Rise edge tines /fall edge times<100nS

Time base

Symmetry frequency: 12MHz, frequency stability: £5x10°

Signal frequency stability

<0.1%/Minute

Measurement error

<0.5%

Dimension

270 mm X215 mmXxX100mm

Weight

Approx:1.6kg

Power

220V/110V£10%, 50Hz/60Hz+5%

Frequency Counter

YITENSEN VC2000 FREQUENCY COUNTER

r
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Technical data

Frequency measurement

CHA: 50MHz~2.4GHz, Basic accuracy:+(1X10°+3)

CH B: 10Hz~50MHz, Basic accuracy:+(1x10°+3)

Cyclic measurement

Crystal slot:3.5MHz~16MHz, Basic accuracy:+(4X10°+1)

Total measurement

CH B: 10Hz~4MHz, Basic accuracy:+(4x10°+1)

Measurement sensitivity 50mVrms

Inputimpedance CHA 50¢Q CHB 1M Q
Countrange 1~10° 10Hz/4MHz
Accuracy +(2X10°R+3D)

Crystal measurement range

3.5MHz~16MHz (keynote)

Gate time 0.1s/1s/5s/10s

Dimension 270X215 X100mm

Weight 1.5kg

Power AC 220V/110V 50Hz/60Hz




Frequency Counter

Bench-Type DMM

—
YITENSEN VC31685 HIGH RESOLUTION COUNTER
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- DBC x20 ||Function Confirm period || Reset

Accuracy:*=0.05%

Technical data Technical data

Basic function. Range Basic Accuracy

Frequency measurement CH.Ameasuring range:0.01Hz~50MHz, Basic accuracy:+(2x 10°+3) DC Voltage 200mV/2V/20V/200V/1000V £(0.05%+3)
CH.B measuring range B:50MHz~2.4GHz, Basic accuracy:+(2X10°+3) AC Voltage 200mV/2V/20V/200V/750V +(0.8%+80)
Cyclic measurement CH.A measuring range:0.02us~10s, Sensitivity 80mVrms>1S DC Current 200uA/2000uA/20mA/200mA/2A/20A $(0.35%+10)
CH.B measuring range:0.5ns~0.02us, Sensitivity 500mVrms<1S AC Current 200mA/2A/20A +(0.8%+80)

Cyclic measurement range 0.5ns~10s Resistance 200Q/2kQ/20k Q/200kQ/2MQ/20M @ | +(0.1%+5)
Gate adjust range 100ms~10s Continuous adjustable Frequency 20H2/200Hz/2KHz/20KHzZ/200KHz/2MHz| +(1.0%+20)
Attenuation 20dB Capacitance 20nF/200nF/2uF/20uF/200uF/2000uF +(3.5%+20)
Inputimpedance CHA 1MQ CHB 50Q
Weight Approx:1.6kg Diode test J
Power AC 220V/110V_ 50Hz/60Hz Triode test v

Continuity buzzer N

Overload protection M

Inputimpedance 10 M Q

AC frequency response 3 times/s

Sampling rate 40~50kHz

Operation way Manual range

Max. Display 19999

Dimension 245X220X82mm

Weight Approx:1Kg

Power AC220V/110V_50Hz/60Hz




YITENSEN PAKRITE®

Technical data

Basic Function

Bench-Type DMM

Digital Multimeter

YITENSEN PAKRITE®

\YITENSEN PAKRITE® 8245 DIGITAL MULTIMETER |

Basic accuracy Min. Resolution

DC Voltage 220mV/2.2V/22V/220V/1000V +(0.05%+3) 10pVv
AC Voltage 220mV/2.2V/22V/220V/750V +(0.8%+80) 10pV
DC Current 220uA/2.2mA/22mA/220mA/10A +(0.35%+10) 0.01pA
AC Current 220uA/2.2mA/22mA/220mA/10A +(0.8%+80) 0.01pA
Resistance 2200/2.2kQ/22kQ/220kQ/2.2MQ/22MQ +(0.8%+80) 0.01Q
Capacitance 22nF/220nF/2.2uF/22uF/220uF/2.2mF/22mF/220mF +(3.5%+15) 1pF
Frequency 22.00Hz/220.00Hz/22.000kHz/220.00kHz/2.2000MHz/22.00MHz|  £(0.20%+10) 0.01Hz

Duty cycle measurement

5.0%~94.9%

Square wave output

620Hz~9.75kHz,output amplitude:3V

EADDEE D

Technical data

Basic Function Range

Basicaooura%y
VICTOR86B  VICTOR86C

DC Voltage 400mV/4V/40V/400V/1000V +(0.5%+4) +(0.5%+4)
AC Voltage 400mV/4V/40V/400V/750V +(0.8%+10) +(0.8%+10)
DC Current 400uA/4000uA /40mA/400mA/4AI10A | +(1.0%+10) +(1.0%+10)
AC Current 400uA/4000uA /40mA/400mA/4A/10A | +(1.5%+10) +(1.5%+10)
Resistance 4000/4k Q/40kQ/400k 2/4MQ/40MQ | £(0.8%+4) +(0.8%+4)
Capacitance 50nF/500nF/5uF/50uF/100uF | +(3.5%+8)
40nF/400nF/4uF/40uF/200uF +(3.5%+8)
Frequency 4H2/40H2I400H2 kH2I40KHZ AO0KHZIANHZI3OMHz | +(0.5%+4)
10Hz/100Hz/1kHz/10kHz/100kHz/ 1MHzI30MHz +(0.5%+4)
Temperature (-20 ~1000)C +(1.0%+5C) +(1.0%+5C)
Celsius (0~1832) F + (1.5%+15F)
Special Function 86B 86C
Diode test

Continuity buzzer

Low battery indication
Data hold
Auto power off

e~~~
N RN Y R S

Bar graph display 41segment(30time/s)

AC Ture RMS measurement frequency response 50Hz-1kHz

Inputimpedance 10MQ

Display way VFD display

Max. Display 22000(41/2) digit automatic polarity and unit display
Switching rate 2 times/sec.

Over range display “oL”

Operating way

Automatic measurement

Clock display Year/month/day/time
Data storage and reading 1024

200mA/10A fuse N

Diode continuity test J

RS232 serial data output J

Power 220V~240V
Dimension 310X230X120mm

RS232 interface jack N N
Max./ Min Vv
Function protection M N
Shockproof protection N N
Frequency /duty cycle 0.1%~99.9%
Inputimpedance 10MQ
Sampling rate 3 times/s
AC Frequency response (40-400)Hz

Operation way

Manual range/Auto range

Max. Display 3999
LCD Size 70X50mm
Power 3V (1.5VX2)

e ce &

YITENSEN PAKRITE® DIGITAL MULTIMETER
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YITENSEN PAKRITE® Digital Multimeter Digital Multimeter YITENSEN PAKRITE®

—— Technical data Technical data
Basic Function Range 86DBaSic accumcyasE Basic Function Range Basic accuracy 7 O C
DC Voltage 600mV/6V/60V/600V/1000V +(0.5%+4) DC Voltage | 600mV/6V/60V/600V/1000V £(0.5%+4)
220mV/2.2V/22V/220V +(0.05%+8d) AC Voltage | 6V/60V/600V/750V $(0.8%+10)
1000V +(0.1%+10d) DC Current 60mA/600mA/6A/10A +£(1.0%+10)
AC Voltage 6V/60V/600V/750V +(0.8%+10) AC (rlurrent 60mA/600mA/6A/10A +(1.5%+10)
220mV +(0.5%+25d) Resistance 600 Q/6k2/60k 2/600k 2/6MQ/60M Q +(0.8%+4)
2.2V/22V/220V +(0.5%+5d) Capacitance | 40nF/400nF/4uF/40uF/200uF +(3.5%+8) -
750V +(1.0%+25d) Frequency | 10Hz /100Hz/1000Hz/10kHz/100kHz/1MHz/20MHz | +(0.3%+2)
600UAIGO00UA /60mAIBOOmA/ 6A/10A | +(1.0%+10) Celsius (-20-1000)C £(1.0%+57) VITENSEN PAKKITE® 70 ooimas e eres
DC Current T05%+40) Fahrenheit | (0~1832)F +(1.5%+15%F)
220uA/2200uA/22mA/220mA/10A —\V.97
600uA/6000uA /60mA/600mA/ 6A/10A +(1.5%+10)
AC Current 220uA/2200uA/22mA/220mA/10A +(0.8%+15d)
6000/6k 2/60kQ/600k Q/6MQ/6OMQ | +(0.8%+4) USB interface jack M
Resistance 220 O +(0.5%+30d) Backlight v
2.2kQ/22k2/220kQ/2.2MQ +(0.4%+5d) 61 section analog bar graph display 30times/second
229MQ +(0.5%+25d) Key-press operation J
220MQ +(5%+10d) Misoperation protection J
Capacitance 40nF/400nF/4uF/40uF/200uF | +(3.5%+8) Diode test & Continuity buzzer M
22nF/220nF/2.2uF/22uF/220uF +(2.5%+30d) Low battery indication M
2.2mF/22mF +(5.0%+50d) Data Hold N
220mF +(7.0%+50d) Auto power off/Shock proof protection J
Frequency 100Hz/1kHz/10kHz/100kHZ/IMHzZ/30MHz | £=(0.5%+4) mA/10A fuse protection J
22Hz/220Hz/22KHz/220KHz/2.2MHz/22MHz +(0.1%+4d) Unit symbol display J
80MHz +(0.2%+4d) Max.value measurement v
(-20 ~1000)C +(1.0%+5°C) Relative value measurement J
Temperature -20-400°C +(1.0%+57C) Duty cycle measurement 0.1%~99.9%
=400-1000C +(1.5%+15C) Inputimpedance 10MQ
Celsius (0~1832) °F +(1.0%+5F) Sampling rate 3time/s
_4~752°F + (1.2%+6T) AC Frequency response (40~400)Hz
>752~1832°F + (1.9%+257) Max. Display 5999 (3 5/6)
86 E LCD size 68X47mm
Battery 3V(1.5VX2)
General Characters
YITENSEN PAKRITE® 86E DIGITAL MULTMETER
Special Function 86D 86E Product color Case:Black;Holster color:orange
Diode test J J Product Net Weight Approx: 410g(contain battery)
Transistor test J J Product dimension 185X91X49mm
= Continuity buzzer J 7 Standard Accessories Test leads; battery; instruction manual ; Holster ;
Low battery indication M 7 TPO1 temperature probe, PC line, CD
Data hold J J Standard inner packing Color box
Auto power off J M Carton size 465X375X506mm
Bar graph display 61segment(30time/s) 46segment(20time/s) Standard Quantity Per Carton | 30PCS
RS232 interface jack 7 7 Standard Gross Weight 23kg USB
Max./ Min N
Function protection N N
Shockproof protection N N
Frequency /duty cycle 0.1%~99.9% 5.0%~94.9%
Inputimpedance 10MQ 10MQ
Sampling rate 3 times/s 2 times/s
AC Frequency response | (40-400)Hz (40-400)Hz
Operation way Manual range/Auto range |  Manual range/Auto range
Max. Display 5999 22000
LCD Size 70X50mm 70X50mm
Power 3V 9V




YITENSEN PAKRITE® D|g|ta| Multimeter Dlgltal Multimeter YITENSEN PAKRITE®

88D

88B Technical data Technical data

Basic Basic accurac i i
Function Range 88B ¥ 88C Egﬁ:?tion ge SEDa e accuracs)gE e
DC Voltage | 200mV/2V/20V/200V/1000V +(0.5%+3) +(0.5%+3) DC Voltage 200mV/2V/20V/200V/1000V +(0.1%+5)
AC Voltage 2V/20V/200V/750V +(0.8%+5) 400mV/4V/40V/400V/1000V +(0.5%+4)
200mV/2V/20V/200V/750V +(0.8%+5) DC Voltage 40mV/400mV +(0.5%+4)
DC Current 200uA/2mA/20mA/200mA/20A +(0.8%+4) AC Voltage 2V/20V/200V/750V +(0.8%+25)
2mA/20mA/200mA/20A +(0.8%+3) 4V/40V/400V/750V +(0.8%+6)
AC Current 20mA/200mA/20A +(1.0%+5) 40mV/400mV +(1.6%+6)
2mA/20mA/200mA/20A +(1.0%+5) DC Current 200uA/2mA/20mA/200mA/20A +(0.5%+4)
Resistance 2009/2kQ/20k 2/200k 2/2MQ/20M Q /200M Q +(0.8%+3) 400uA/4mA/40mA/400mA/20A +(1.0%+10)
2009/2k 2120k 2/200k 2 /2MQ/20M 2/2000M 2 +(0.8%+3) AC Current 2mA/20mA/200mA/20A +(1.5%+25) 4 1/2
Capacitance 20nF/200nF/2uF/20uF/200uF/2000uF +(2.5%+20) 400UA/4MA/40mMA/400mA/20A (1.5%+5)
20nF/200nF/2uF/20uF/200uF +(2.5%+20) Resistance | 2009/2k2/20k 2/200k2/2M2/ 2010/ 200MQ| +(0.4%+5)
Frequency 10Hz/100Hz/1KHz/10kHz/100kHz/1MHz +(3.0%+15) 4000Q/4k Q/40k Q/400k Q/4MQ/40M Q +(0.8%+4)
2kHz/20kHz/200kHz/2000kHz/10MHz +(0.5%+4) Capacitance | 20nF/200nF/2uF/20uF/200uF/2000uF | +(3.5%+10)
Inductance 2mH/20mH/200mH/2H/20H +(2.5%+20) 40nF/400nF/4uF/40uF/200uF +(2.5%+8)
Celsius (-20~1000)C +(1.0%+3) +(1.0%+4) Frequency |10Hz/100Hz/1kHz/10kHz/100kHz/IMHz | +(3.0%+150)
100Hz/1000Hz/10kHz/100kHz/1MHz/10MHz +(0.5%+4)
Celsius (-20~1000)°C +(0.8%+40) | +£(1.0%+4)
Fahrenheit (0~1832)F +(0.8%+5)
Special Function 88B 88C Special Function 88D 88E
Diode test N N Diode test M N
Continuity buzzer v Continuity buzzer J N
Low battery indication J Low battery indication J J
Backlight N N Relative value measurement N
Data hold v V Max./Min.Value selection J
Auto power off J J Backlight J
Function protection N N Data hold v
Restorable Fuse Protection v N Auto power off J N
88C Shock proof protection J N Bar graph display J
Inputimpedance 10MQ 10M Q Function protection J N
Sampling rate 3 time/s 3 time/s Restorable Fuse Protection J v
AC Frequency response (40-400)Hz (40-400)Hz Shock proof protection J J
Operation way Manual range | Manual range Inputimpedance 10MQ 10MQ
e Max.Dispiay 1999 1999 Sampling rate 3time/s 3time/s
LCD size 65X45mm 65X45mm AC Frequency response (40-400)Hz (40-400)Hz
| Battery 9V(6F22) 9V(6F22) Operation way Manual range | Manual/Auto range
JE nnn 1 Max.Dispiay 19999 3999
UUU ! LCD size 65X45mm 65X45mm
| Battery 9V(6F22) 9V(6F22)
General Characters General Characters 33,
Product color Case:Black;Holster color:orange Product color Case:Black;Holster color:orange
Product Net Weight Approx:400g Product Net Weight Approx:400g ~ ~
Product dimension 189X97X35mm Product dimension 189X 97 X35mm V
Standard Accessories Test leads; battery; instruction manual ;TP01 temperature Standard Accessories Test leads; battery; instruction manual ;
probe(88B/C); Testing accessories; TPO1 temperature probe(with temperature function) o
Standard inner packing Color box Standard inner packing Color box
Carton size 465X317X506mm Carton size 465%317X506mm
Standard Quantity Per Carton | 30PCS Standard Quantity Per Carton| 30PCS
Standard Gross Weight Approx: 21kg Standard Gross Weight Approx: 23kg




LRSI 1N RIANEL Digital Multimeter Digital Multimeter SUANENSIEN 1IN

VC890C*

Technical data Technical data
. . Basic accurac . . Basic accurac
BasicFunction Range Y %8 o Rl S VC890C’ VCa30D
DC Voltage 200mV/2V/20V/200V/1000V +(0.5%+3) +(0.5%+3) DC Voltage 200mV/2V/20V/200V +(0.5%+3) +(0.5%+3)
AC Voltage 2V/20V/200V/750V +(0.8%+5) +(0.8%+5) 1000V +(0.8%+10) +(0.8%+10)
DC Current 2mA/20mA/200mA/20A +(1.2%+8) AC Voltage 2V/20V/200V +(0.8%+5) +(0.8%+5)
20mA/200mA/20A +(1.2%+8) 750V +(1.2%+10) +(1.2%+10)
AC Current 20mA/200mA/20A +(1.5%+15) DC Current 200uA/2mA/20mA/200mA/ 20A | £(0.8%+10)
20mA/200mA/20A +(1.5%+15) 20uA/2mA/20mA/200mA/ 20A +(0.8%+10)
Resistance 200Q/2k Q/20k Q/200k Q/2M Q/200MQ | *(0.8%+3) +(0.8%+3) AC Current 20mA / 200mA / 20A +(2.0%+5) +(2.0%+5)
20M Q +(1.0%+25) Resistance 2000 +(0.8%+5) +(0.8%+5)
Capacitance 20nF/200nF/2uF/20uF/200uF/2000uF | +(2.5%+20) | +(2.5%+20) 2k Q/20k Q/200k Q/2M Q +(0.8%+3) +(0.8%+3)
Celsius (-20~1000)C (0-1832)°F +(0.8%+4) 20MQ +(1.0%+25) +(1.0%+25)
Capacitance 2nF +(5.0%+40) +(5.0%+40)
20nF/200nF/200uF +(2.5%+20) +(2.5%+20)
3 % 2000uF/20mF +(5.0%+10) +(5.0%+10)
Celsius (-20~1000)C <400°C +(1.0%+5)
=400C +£(1.5%+15)

L " "
Special Function 89A 89B Special Function VC890

VC890D
Diode test J J Diode/Transistor M N
Continuity buzzer v v Continuity buzzer M M
Low battery indication v v Low battery indication v v
Data Hold J J Data hold N M
Auto power off v v Auto power off v v
Function protection J v Backlight v N
8 9 B Restorable Fuse protection | v N Function protection J J VC 8 9 O D
Shock proof protection N v 200mA protection J J
Inputimpedance 10M Q 10M Q Restorable Fuse protection | v J
Sampling rate 3 times/s 3 times/s TRUE RMS v v
AC Frequency response 40~400Hz 40~400Hz Inputimpedance 10MQ 10MQ - -
Operation way Manual range | Manual range Sampling rate 3times 3 times ¥ - -
Max. Display 1999 1999 AC Frequency response (40-400)Hz | (40-400)Hz  EN PAEATaE
LCD size 61X36mm 61X36mm Operation way Manual range | Manual range
Battery 9V(6F22) 9V(6F22) Max.Dispiay 1999 1999
LCD size 61X36mm 61X36mm
Battery 9V(6F22) 9V(6F22)
General Characters General Characters
Product color Case:Black;Holster color:orange Product color Case:Black;Holster color:orange
Product Net Weight Approx:270g Product Net Weight Approx:400g
3 1/2 Product dimension 155X 90X 48mm Product dimension 175X93X55mm
Standard Accessories Test leads; battery; instruction manual ; Standard Accessories Test leads; battery; instruction manual ;

Tp01 temperature probe(with temperature function) TPO01 K style temperature probe(with

= = temperature function). Testing accessories|
Vi A @) Standard inner packing Color box Standard inner packing | Color box
Carton size 435X335X425mm

Standard Quantity Per Carton| 30PCS
Standard Quantity Per Carton| 30PCS Carton size 435X335X425mm

.' Standard Gross Weight Approx:18.1kg Standard Gross Weight Approx:18.2kg
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YITENSEN PAKRITE®
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Technical data

Digital Multimeter

Digital Multimeter

Technical data

Basic Range
Function

VC9804A+ VC9805A+

Basic Range VC9801A+  VC9802A+
Function
DC Voltage | 200mV/2V/20V/200V +(0.5%+3) | #(0.5%+3)
1000V +(1.0%+10) | #(1.0%+10)
AC Voltage | 2V/20V/200V +(0.8%+5) | #(0.8%+5)
1000V +(1.2%+10) | #(1.2%+10)
DC Current | 20uA/200uA/2mA/20mA/200mA +(1.2%+8) | £(1.2%+8)
2A +(1.5%+10) | #(1.5%+10)
20A +(2.0%+5) | #(2.0%+5)
AC Current | 200mA +(1.5%+15) | #(1.5%+15)
2A +(2. +(2.0%+5)
20A +(3.0%+10) | #(3.0%+10)
Resistance | 200Q +(0.8%+5) | #(0.8%+5)
2kQ/20kQ/200kQ/2MQ +(0.8%+3) | #(0.8%+3)
200MQ +(5.0%+30) | £(5.0%+30)
Capacitance| 20nF/200nF/2uF +(3.5%+20) | #(3.5%+20)
20uF/200uF/2000uF +(5.0%+10) | #(5.0%+10)

Special Function

DC Voltage | 200mV/2V/20V/200V +(0.5%+3) | £(0.5%+3)
1000V +(1.0%+10) | £(0.8%+10)

AC Voltage | 2V/20V/200V +(0.8%+5)
1000V +(1.2%+10)
200mV/2V/20V/200V +(0.8%+5)
750V +(1.2%+10)

DC Current | 20A +(2.0%+5) +(2.0%+5)
200uA/2mA/20mA/200mA +(1.2%+8) +(0.8%+10)

AC Current | 20A +(2.0%+5)
200uA/2mA/20mA/200mA +(0.8%+10)
20mA/200mA +(1.5%+15)
20A +(3.0%+10)

Resistance | 200Q +(0.8%+5) | £(0.8%+5)
2kQ/20kQ/200kQ/2MQ +(0.8%+3) | +(0.8%+3)
20MQ +(1.0%+25) | +(1.0%+25)
200MQ +(5.0%+30) | #(5.0%+30)

Inductance | 2mH/20mH/200mH/2H/20H +(2.5%+30)

Capacitance| 20nF/200nF/2uF +(3.5%+20)
20nF/200nF/2uF/20uF +(3.5%+20)
200uF/2000uF £(5.0%+10)
20uF/200uF/2000uF +(5.0%+10)

Frequency | 10Hz/100Hz/1kHz/10kHz/100kHz/1M | £(1.0%+10) | +(1.0%+3)
Hz
10MHz +(1.0%+3)

Celsius (-20~1000)°C £(1.0%+5) | £(1.0%+5)

Fahrenheit | (0~1832)°F +(0.75%+5)

Special Function

Diode/Transistor v v
Continuity Buzzer v v
Livewire judging v v
Low battery indication v v
Data Hold v v
Auto power off v v
Backlight v v
Function protection Vv v
200mA protection v v
Square wave output Vv Vv
Restorable Fuse protection Vv Vv
Inputimpedance 10MQ 10MQ
Sampling rate 3 times/s 3 times/s
AC Frequency response 40-1000Hz | 40-1000Hz
Operation way Manual Manual
range range
Max. Display 1999 1999
LCD Size 70*50mm 70*50mm
Battery 9V(6F22) 9V(6F22)

General Characters

Diode/Transistor v v
Continuity Buzzer
Live wire judging v
Low battery indication A v
Data Hold v v
Auto power off N N
Backlight v v
Function protection v Vv
200mA protection 4 Vv
Restorable Fuse protection Vv
Input impedance 10MQ 10MQ
Sampling rate 3 times/s 3 times/s
AC Frequency response 40-1000Hz | 40-1000Hz
Operation way Manual Manual
range range
Max. Display 1999 1999
LCD Size 70*50mm 70*50mm
Battery 9V(6F22) 9V(6F22)

Product Color

Case: black ; Holster color: orange

Product Net Weight

Approx320g

Product dimension

190*88.5*27.5mm

Standard Accessories

Test leads, battery ,instruction manual

Standard Quantity Per Carton

30Pcs

Standard inner packing

Color box

Carton Size

465*317*506mm

Standard Gross Weight

Approx. 20kg

General Charac

ters

Product Color

Case: black ; Holster color: orange

Product Net Weight

Appr ox.320g

Product dimension

190%88.5*27.5 mm

Standard Accessories

Test leads, battery ,instruction manual

Standard Quantity Per Carton

30Pcs

Standard inner packing

Color box

Carton Size

465*317*506mm
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Digital Multimeter

Technical data

Basic Range VC9808+ VC9806+
Function
DC Voltage | 200mV/2V/20V/200V +(0.5%+3) | #(0.1%+5)
1000V +(0.8%+10) | +(0.2%+5)
AC Voltage |200mV +(0.8%+5) | £(1.0%+25)
2V/20V/200V +(0.8%+5) | +(0.8%+25)
750V +(1.2%+10) | #(1.0%+25)
DC Current | 200uA/2mA/20mA +(0.8%+10) | +(0.5%+4)
200mA +(0.8%+10) [ +(0.8%+6)
20A +(2.0%+5) | +(2.0%+15)
AC Current | 200uA/2mA/20mA +(0.8%+10)
200mA +(0.8%+10) | +(1.5%+15)
20A +(2.0%+5) | £#(2.5%+35)
Resistance | 200Q +(0.8%+5) | +(0.4%+10)
2kQ/20kQ/200kQ/2MQ +(0.8%+3) | +(0.4%+5)
20MQ +(1.0%+25) | +(1.2%+25)
200MQ +(5.0%+30) | +#(5.0%+45)
Inductance | 2mH/20mH/200mH/2H/20H +(2.5%+30)

Conductancg (0.1~100)nS

Capacitance| 20nF/200nF/2uF/20uF/200uF/2000uF

+(1.0%+30)
+(4.0%+50)

200uF/2000uF

(5.0%+10)

20nF/200nF/2uF/20uF

+
+

(3.5%+20)

Frequency | 20Hz/200Hz/2kHz/20kHz/200kHz/2MHz

+(0.1%+3)

10Hz/100Hz/1kHz/10kHz/100kHz/1MHz/1

£(1.0%+3)

OMHz
Celsius (-20~1000)C +(1.0%+5)
Fahrenheit | (0~1832)F £(0.75%+5)

Special Function

Diode/Transistor v v
Continuity Buzzer

Low battery indication v v
Hold Peak Hold Data Hold
Auto power off v v
Backlight v v
Function protection v v
200mA protection v v
Inputimpedance 10MQ 10MQ
Sampling rate 3times/s 2 times/s
AC frequency response 40-1000Hz | 40-1000Hz
Operation way Manual Manual

range range

Max. Display 1999 19999
LCD Size 70*50mm 70*50mm
Battery 9V(6F22) | 9V(6F22)
General Characters

Product Color Case: black ; Holster color: orange

Product Net Weight| Appro x. 4229

Product dimension | 190*88.5*27.5

Standard Test leads, battery ,instruction manual, TP01 K style

Accessories

temperature probe (with temperature function)

Standard Quantity | 30Pcs

Per Carton

Standard inner Color box
packing

Carton Size 465*317*506mm

€« g

Digital Multimeter

Technical data

Basic Range
Function

VC9807A+ VC980+

DC Voltage | 200mV/2V/20V/200V +(0.1%+5) | #(0.05%+3)
1000V +(0.2%+5) | #(0.1%+5)

AC Voltage |200mV +(1.0%+5) | #(1.0%+25)
2V/20V/200V +(0.8%+25) | #(0.8%+25)
750V +(1.2%+25) | £(1.0%+25)

DC Current | 200uA/2mA/20mA +(0.5%+4) | £(0.5%+4)
200mA +(0.8%+6) | £(0.8%+6)
2A +( )
20A +(2.0%+15) | #( )

AC Current [ 200mA +(1.5%+15) | £#(1.5%+25)
20A +(2.5%+35) | #(2.5%+35)

Resistance | 200Q +(0.4%+10) | #(0.3%+10)
2kQ/20kQ/200kQ/2MQ +(0.4%+5) | #(0.3%+5)
20MQ +(12%+25) | £#(1.2%+25)
200MQ +(5.0%+45) | £(5.0%+45)

Inductance | 2mH/20mH/200mH/2H/20H +(2.5%+30)

Conductancd (0.1~100)nS +(1.0%+30)

Capacitance| 20nF/200nF/2uF/20uF/200uF/2000uF | +(4.0%+50) | (4.0%+50)

Frequency | 20Hz/200Hz/2kHz/20kHz/200kHz/2M | £(0.1%+3) | £(0.1%+3)
Hz

Special Function

Diode/Transistor v v

Continuity Buzzer v v

Low battery indication v v/

Hold DataHold Data Hold

Auto power off v Vv

Backlight v v

Function protection

200mA protection v v

Input impedance 10MQ 10MQ

Sampling rate 3 times/s 3 times/s

Operation way Manual Manual

range range

Max. Display 19999 19999

LCDSize 70*50mm 70*50mm

Battery 9V(6F22 9V(6F22)

General Characters

Product Color

Case: black ; Holster color: orange

Product Net Weight

Approx. 422g

Product dimension

190*88.5%27.5

Standard Accessories

Test leads, battery ,instruction manual

Standard Quantity Per Carton 30Pcs
Standard inner packing Color box
Carton Size 465*317*506mm
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YITENSEN PAKRITE® Dlgltal Multimeter D|g|ta| Multimeter YITENSEN PAKRITE®

Technical data 3%, 81B

; . Basic accurac
BaSIc Fundlon Range VC97 y YITENSEN PAKRITE® B1B DIGITAL MULTIMETER
DC Voltage | 400mV/4V/40V/400V/1000V | £(0.5%+4) Technical data : !
AC Voltage | 400mV/4V/40V/400V/750V +(0.8%+10) 1 o . 1
DC Current | 400uA/4000uA/40mA/400mA/10A | +(1%+10) hFE Basic Function Range Basic accuracy
AC Current | 400uA/4000uA/40mA/400mA/10A | +(1.5%+10) 81B 81D
Resistance 400Q/4kQ/40k Q /400k 0 /4M Q/40MQ | +(0.8%+4) DC Voltage | 200mV/2V/20V/200V/600V +(0.5%+4)
Capacitance | 10nF +(5.0%+20) 400mV/4V/40V/400V/600V +(0.5%+4)
100nF/1uF/10uF/100uF +(3.5%+8) AC Voltage | 200mV/2V/20V/200V/600V +(0.8%+6)
1mF/10mF/100mF +(5.0%+10) 4V/40V/400V/600V +(0.8%+6) AUTO POWER OFF
Frequency | 100/1000/10k/100k/1M/30MHz| *(0.5%+10) DC Current | 200uA/2000uA/20mA/200mA/10A +(1.0%+10) B EE
Celsius (-20~1000)°C +(1.0%+5) Diode/Transistor v 400UA/4000UA/40mA/400mA/10A +(1.0%+10)
Continuity buzzer 7 AC Current | 200uA/2000uA/20mA/200mA/10A +(1.5%+10)
Low battery indication v 400uA/4000uA/40mA/400mA/10A +(1.5%+10) 1
Data hold J Resistance | 2000/2kQ/20k2/200kQ/2M Q/20M Q +(0.8%+4) 3 /2
G I C h t Auto power off J 4000/4k2/40k 2/400k 2/4M Q/40M Q +(0.8%+4)
enera aracters Analog bar graph 7 Capacitance | 4nF/40nF/400nF/4uF/40uF/100uF /1000uF +(3.5%+8)
Product color Case: black ; Holster color: orange | |Shockproof protection | v Frequency | 1Hz/10Hz/100Hz/1kHz/10kHz/100kHz/30MHz £(0.5%+10)
Product Net Weight Approx:420g Function protection 1%-99% Celsius _| (-20~1000)C £(1.0%+5) | £(1.0%+5)
Product dimension 190X93.5X37mm Inputimpedance 10MQ Fahrenheit (0-1832)T +(1.0%+5)
Standard Accessories Test leads; battery; instruction manual ;Tp01 Sampling rate 3time/s
temperature probe(with temperature function) AC Frequency response | (40-400)Hz
Standard inner ?acklng Color box Operat.lon. way Auto range pecial Function 81B
Standard Quantity Per Carton | 40PCS Max.Dispiay 3999 Diode test&Continuity buzzer J J
Carton size 465x317x506mm LCD size 70>50mm Low battery indication J J
Standard Gross Weight Approx:22kg Battery v Dot hord ; ;
Auto power off N N
Function protection v J
10A fuse M v
= Shock proof protection v N
1 7 Te c h n I ca I d ata Self-resume fuse protection formA | v N
Basic Function Range Basic accuracy Unit symbol display M v 8 1 D
Max. Value measurement v
DC Voltage :3(/)‘:)\\///400\//1000\/ f z;::ﬁ:;?) Relative value measurement v — -
B - T o+ Duty cycle measurement 0.1%~99.9%
v e s S
Sampling rate 3 time/s 3time/s
AC Voltage 4V140V/400V/750V £ (1.0%+3) AC Frequency response (50-200)Hz (50-200)Hz
DC Current 400uA/4000uA/40mA /400mA /10A + (1.5%+3) Operation way Auto/Manual range | Auto range
AC Current 400uA/4000uA/40mA /400mA/10A + (1.5%+3) Max.Dispiay 37 (1999) 3% (3999)
4009 + (0.5%+3) LCD size 57X33mm 57X33mm
5 Resistance 4KQ/40KQ/400KQ/4M Q + (0.5%+2) Battery 3V(1.5X2) 3V(1.5%X2)
40MQ + (1.5%+3)
10nF + (0.5%+20)
Capacitance 100nF/1uF/10uF/100uF + (2.0%+5)
3 3/4 — SRGRGAH General Characters
Diode test N
Continuity buzzer J Product color Case: black ; Holster color: orange
Low battery indication J Product Net Weight Approx:200g(including battery)
Data hold J Product dimension 145X80X30mm
Auto power off J Standard Accessories Test leads; battery; instruction manual ;
Restorable Fuse protection 7 TPO01 K style temperature probe
Shock proof protection 7 Standard inner packing Color box
Sampling rate 3times/s Standard Quantity Per Carton | 60PCS
AC frequency response (40-400)Hz Carton size 470X325X35mm
Operation way Manual range Standard Gross Weight Approx:20kg
Max. Display 3999
Battery 2X1.5V




YITENSEN PAKRITE® YITENSEN PAKRITE®

Digital Multimeter

Digital Multimeter

Technical data Technical data

Basic accuracy

e CE Qv

q R
VC 8 3 O L Basic Fun ange Basic accuracy Basic Fun ange
VC83 VC92 DC Voltage 200mV/2V/20V/200V | +(0.5%+2) +£(0.5%+2) | £(0.5%+2)
DC Voltage | 200mV/2V/20V/200V/600V +(0.5%+4) 500V +(0.8%+2) +(0.8%+2) +(0.8%+2)
400mV/4V/40V/400V/600V £(0.5%+4) AC Voltage | 200v/500v £(1.2%+10) | £(1.2%+10) | +(1.2%+10)
ACVoltage | 200V/600V *(1.2%+10) DC Current 200uA +£(1.0%+2)
400mV/4V/40V/400V/600V +(0.8%+6) 2mA/20mA F(1.0%+2) +(1.0%+2)
DC Current 20uA/200uA/2mA/20mA/200mA/10A +(1.5%+3) 200mA £(1.2%+2) +(1.2%+2) +(1.2%+2)
Resistance 200Q/2kQ/20k 2/200k 2/20M Q +(0.8%+5) 10A +(2.0%+5) +(2.0%+5) +(2.0%+5)
400Q/4kQ/40k Q/400k Q/4M Q/40M Q +(0.8%+4) Resistance 2000 +(0.8%+5) +(0.8%+5) +(0.8%+5)
Capacitance | 4nF/40nF/400nF/4uF/40uF/2000uF +(3.5%+8) 2KQ/20kQ/200kQ +(0.8%+2) +(0.8%+2) £(0.8%+2)
Frequency 100Hz/1000Hz/10kHz/100kHz/1MHz/10MHz +(0.5%+4) 20MQ +(1.0%+5) +(1.0%+5) +(1.0%+5)
200MQ *+[5.0% +20]
. . Celsi -20~ C +(1.0%+3
Special Function VC830L V921 elsius (-20-1000) ¢ (1.0%+3)
Fahrenheit (0~1832)F +(1.0%+4)
Max.value measurement Spection Function
Data hold v Diode test % vV vV
Auto power off v Backlight vV vV vV
Diode test/ Continuity buzzer | v v Data hold v v v
Low battery indication N v inui |
‘ Continuity v v c E S
Shock proof protection N N 200mA protection V] v v wod DA Vi)
Duty cycle measurement N Square Wave output IV
Inputimpedance 10MQ 10MQ Celsius & Fahrenheit vV
Sampling rate 3times/s 3 times/s Battery measurement Vv
AC Frequency response (40-400)Hz (40-400)Hz
Operation way Manual range Auto range
Max.Dispiay 1999 3999
LCD size 57%33mm 55X 43mm 205
Battery 9V(6F22) 3V(1.5VX2)
Product Net Weight Approx:180g  150g(830L)
Product dimension 145X80X28mm 138X72X35mm (830L)
Standard Accessories Test leads; battery; instruction manual .
Standard Quantity Per Carton | 60PCS TeCh n Ical data
| AUTS POWER GFF E ! gtart(;n s(isze Weiant 4A70><3?156>:1'3<50mm Basic Function Range Basic accuracy
O cav.n » andard ross Welg pprox:15.4%g DCV 200mV/2V/20V/200V +(0.5%+3)
600V +(1.0%+10)
ACV 2V/200V +(0.8%+5)
Basic Function Range 600V +(1.2%+10)
DCV 200mV/2V/20V/200V/1000V DCA 20mA/ 200mA +(1.2%+8)
ACV 200V/750V 10A +(2.0%+5)
DCA 2mA /20mA /200mA /10A ACA 200mA +(1.5%+15)
Resistance 2000/2kQ/20kQ/200kQ/2MQ 10A +(3.0%+10)
Model VICTORY 830B Resistance 200Q +(0.8%+5)
Diode & Transistor Test v 20kQ/200kQ +(0.8%+3)
+(1.0%+25
Continuity Test \ 20ma (1.0%+25)
I - Capacitance 20nF/200nF/2uF +(3.5%+20)
Low Indication Display v
20uF/200uF/2000uF +(5.0%+10)
Auto Power Off \/
Frequency 10Hz/100Hz/1KHz/10KHz/100KHz/2MHz +(1.0%+10)
Function Protection \/
Max Display 1999 (3 1/2) digits
Sampling Rate 3times/s
Over Range Indication MSD displays "1"
Operation Environment (0~40)C
Relative Humidity <80% .
Product Color Black
Weight Approx. 170g
Accessories Operation Manual, Packing box, Test leads and a 9V battery.
Standard Inner Packing Color Box
Product Size 126X70X24mm

e CE




YITENSEN PAKRITE®

Analog Multimeter

Digital Multimeter

VC 3010

Technical data

Basic accuracy

Technical data

Inductance 6243 Capacitance/Resistance/Inductance
Range Accurac Resolution  Measuring frequency

2mH 1uH

20mH +(2.0%+5d) 10uH Approx:200Hz

200mH 100uH

2H +(5.0%+5d) 1mH

20H +(5.0%+15d) 10mH

2nF +(1.0%+5d) 1pF Approx:200Hz

200nF 100pF

2uF 1nF

20uF +(2.0%+5d) 10 nF Approx:16Hz

200uF 100 nF

1000uF +(5.0%+25d) 1uF Approx:8Hz
General Characters

Product Net Weight

380g (including battery)

c Function Full scale value VC3010 VC3021
DCV 2.5V/10V/25V/50V/250V/1000V +3%
0.1V/0.5V/2.5V/10V/50V/250V/1000V +3%
ACV 10V/50V/250V/1000V +4%
10V/50V/250V/1000V +4%
DCA 50uA/0.5mA/5mA/50mA/500mA/10A | £3%
50uA /2.5mA/25mA/0.25A/10A +3%
0 X1Q/X10Q/X100Q X1KQ X 10kQ +3%
X1Q/X10Q/X100Q X1KQ X100k Q +3%
ds -10dB~+22dB (10VAC~+62 dB) - -
Triode test v v
Continuity test Vv Vi
dBm v v
Shockproof and function protection v Vv
Circuit protection Vv Vv
Inputimpedance (9-20)k@ (9-20)k @
Operation mode Manual range Manual range
Power R6(ICE)or (UM-3, 1.5Vx2,9V) | RB(ICE)or (UM-3, 1.5VX2)

Technical data

DC voltage 0/2.5/10/50/250/500V | =3%
AC voltage 0/10/50/500V +4%
DC current 0/0.5/10/250mA +3%
Resistance 0/10kQ/1MQ +3%

Special Function

Continuity buzzer
DBm
Battery load capacity test

VICTOR 7001

Shockproof protection
Circuit protection
Function protection
Operation Way

N R N A RN S

Manual range
Power 1.5VX1

Technical data

Product color Case: dark gray
Product net Weight
Production dimension

300g (including battery)
155X90X48mm
Test leads, battery, instruction manual

Standard Accessories

Carton size 132 mm x76 mm x42mm

Standard quantity per carton | 40pcs

Standard Gross Weight 24kg

Technical data

Basic Function Range Accuracy
DCV 0.1V/0.5V/2.5V/10V/50V/250V/500V | +3%
ACV 10V/50V/250V/500V +4%
DCA 50uA/2.5mA/25mA/250mA/10A +3%
Resistance 2kQ/20kQ/200KQ/2MQ/20MQ +3%
Buzzer Function W

21 E\')"é; CE N

Product dimension 189X97 X35mm
Carton size 465X317X506mm
Standard Quantity Per Carton 30PCS

Capacitance (C)

Technical data

6013 Capacitance (C)
Range Resolution Max.displaying in the ranges | Measuring frequency | Accuracy
200pF 0.1pF 199.9 pF 800Hz
2nF 1pF 1.999nF
20nF 10pF 19.99nF
200nF 100pF 199.9nF
2uF 1000pF 1.999uF +(0.5%+7)
20uF 0.01uF 19.99uF 80Hz
200uF 0.1uF 199.9uF 8Hz
2000uF 1uF 1999uF 8Hz +(2%+5)
20000uF 10uF 1999(X10)uF 8Hz +(3%+10)

Special Function

Low battery indication J
Function protection J
Zero manual v
Overload protection J
Backlight v
Max.display 1999 (3 1/2LCD display)

Sampling rate

(0~5) time/s

Environment/Relative Humidity

0C~40C/Relative Humidity<80%

Over-range display Max display “1”
Size 189X97 X35mm
Weight 320g
Power 9V (6F22) )
Range VICTORG6013B Accuracy Resolution y
300Q/3KQ/30KQ/300KQ +(1.0%+5d) 0.10
3MQ/30MQ +(2.0%+5d) )
3nF/30nF/300nF/3puF/30uF/300uF +(3.0%+5d) 0.1nF
3mF/30mF +(5.0%+5d) )
General Features 6013B
Low Battery Indication v
Auto Power Off v
Data Hold 4
Max. Display 2999
Sampling Rate 3 times's
Operation Temperature /Humidity 0°C~40°C; Humidity <80%
Over Range Indication LCD“0L”
Product Size 175%x34%18.5mm
Product Weight 68.5g
Power 3V CR2032

E
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Clamp Multimeter Clamp Multimeter

Technical data Technical data
Basic Funct Range curacy
DC voltage | 200mV/2V/20V/200V/1000V | +(0.5%+4) Diode J DC voltage 400mV/4V/40V/400V +(0.5%+4d)
ACvoltage | 2V/20V/200V/750V +(0.8%+10) Continuity buzzer J 4VI40V/400V 1(0.5%+4d)
AC Current 2A/20A/200A/1000A +(2.5%+8) Low battery buzzer N 1000V +(1.0%+6d)
31/2 Resistance | 2000/2k2/20k2/200k2/2MQ/20MQ | +(0.8%+4) Hold Data hold DC Current 400A +(2.5%+20d)
Auto ?oweroff N 2000A +(3.0%+20d)
Product color Case: black Isnjr::)ll:]:i::ce ;(:i’\r/lnjsls AC voltage 400mV +(1.6%+8d)
Product net weight Approx:265g 4V/40V/400V +(0.8%+10d)
- - - AC Frequency response | (40~200)Hz T(1.0%+10d)
Standard accessories Test leads, battery, instruction manual Operation way Auto range 750V ( o
Standard inner packing Color box Max Disol AC Current 400A +(2.5%+20d)
Standard Quantity Per Carton [ 25pcs Clae:ﬁplzipz:y ;2:}1 2000A +(3%+10d)
Carton size 465X 317 X506mm F— Py Resistance 4000 +(0.8%+5d)
Standard Gross Weight Approx:15 kg 4k Q/40kQ/400k 2/4M Q +(0.8%+4d)
40MQ +(1.2%+10d)
Capacitance 40nF +(5.0%+30d)

H 400nF/4uF/40uF +(3.5%+8d)
Technical data T00F T 5.0%+100)
Frequency  |5.120Hz/51.20Hz/512.0Hz/5.120kHz/51.20kHz/| +(0.5%+4d)

DC voltage 1000V +(0.8%+2) 512.0kHz/100.0kHz
AC Current 200A/1000A | £(3.0%+5) Continuity buzzer v
Resistance 200Q/20kQ | =(1.0%+1) Low battery buzzer J
Productcolor Gase:biack Holg Data hold
Product net weight Approx:310g Inputimpedance 10M9 Diode test N M
Standard accessories Test leads, battery, instruction manual, Sampling rate 3 times/s Continuity buzzer J J
TP01 temperature probe AC Frequency response | (50~60)Hz Low battery indication J J
Standard inner packing Color box Operation way Manual range Auto power off J v
Standard Quantity Per Carton| 30pcs/ctn Max.Display 1999 Hold Data hold Data hold
Carton size 465X317X506mm Clamp size 50mm Relative value measurement J v
Standard Gross Weight Approx: 16.8kg Power 9V(6FF2) Duty cycle measurement 0.1%~99.9% 0.1%~99.9%
AC Frequency response 40~400Hz 40~400Hz
Sampling rate 3 times/s 3times/s
Operation way Manual range Manual range
. Max.Display 3999 3999
TeChnlcaI data Clamp size 55mm 55mm
Basic Functio DM3218° DM3218A Power 1.9VX2 9vIeF22
DC voltage 500V +(1.2%+5)
200mV/2V/20V/200V/600V +(0.5%+3)
DC current 200uA/2000uA/20mA/200mA +(1.2%+3)
AC voltage 2V/20V/200V/600V +(0.8%+5) F
s00v e Technical data
AC current 200uA/2000uA/20mA/200mA +(1.8%+3)
2AI20A/200A/500A +(2.5%+5) Basic function RElde Accuracy
2000mA/20A/200A/G00A +(3.0%+10) DC Voltage 400mV/4V/40V/400V +(0.5%+4d)
Resistance 2009/2k/20k ©/200k 2 /2M 2/20M @ | +(1.0%+2) 1000V +(1.0%+6d)
200k +(1.5%+5) DC Current 40A +(3%+8d)
400A +(2.5%+8d)
- - 5 1000A +(3%+10d)
Special Function DM 3218 DM 3218A AC Voltage 200my ~(1.6%+8d) 3 3/4
Continuity buzzer N 4V/40V/400V +(0.8%+10d)
Diode test J 750V +(1.0%+10d)
Low battery indication v M AC Current 40A +(3.0%+10d)
Hold Peak value hold Data hold 400A +(2.5%+8d)
Auto power off J Vv 1000A +(3%+10d)
Lamp ! Resistance 4000 +(0.8%+5d)
Function protection J M 4K Q/40k Q /400K Q /4M Q +(0.8%+4d)
Inputimpedance 10MQ 10MQ 40MQ +(1.2%+10d)
Sampling rate 3 times/s 3 times/s Capacitance 4nF +(3.5%+30d)
AC Frequency response 50Hz~60Hz 50Hz~60Hz 40nF/400nF/4uF/40uF +(3.0%+10d)
Operation way Manual range/Autorange | Manual range 100uF +(5.0%+10d)
Max Display 1999 1999 Frequency 9.999H2/99.99H2/999.9Hz/9.999kHZ/99.99kHz | +(0.5%+4d)
Clamp size 30mm 30mm
Power 3V(1.5VX2) 3V(1.5VX2)

o C€




YITENSEN PAKRITE® Clamp Multimeter Clamp Multimeter YITENSEN PAKRITE®

6056C" 6056B

Technical data Measuring function
3 3/4 : : .
. . Basic Function Range Basic accuracy
Basic function Range R DC voltage 400mV/4V/40V/400V/1000V +(0.5%+4)
0o,
DC Voltage 400mV/4V/40V/400V/600V +(1.0%+6d) AC voltage AVIA0V/200VIT50V $(0.8%+10)
T o
AC Voltage 4V/40V/400V/600V +(1.0%+10d) AC current 40A/400A/1000A +(2.5%+8)
+ 0y
AC Current 40A/600A £(3%+10d) DC current 40A/400A/1000A +(2.5%+8)
(39
DCCurrent 40A/600A *(3%+8d) Resistance 400 /4K 2 /40k 2 /400K 0 /4M Q /40M Q £(0.8%+4)
: o
Resistance 400Q/4KQ /40K Q/400K Q/4M Q/40M Q +(1.2%+10d) Capacitor TonF +(3.0%+10)
+ o
Frequency 9.999Hz/99.99Hz/999.9HZ/9.999KHZz/99.99KHz +(0.5%+4d) Frequency 9.999H2/99.99H2/999.9H2/9.999kHZ/99.99kHz | +(0.5%+4) ——
Capacitance 4nF/40nF/400nF/4uF/40uF +(3.0%+10d)
100uF +(5.0%+10d)
_LMHEEF:H Celsius (-20~400)°C (Standard temperature probe test range: -20~250C) | £(1.0%+5C) S p ecla I fe at ures
(400~1000)C +(1.5%+15C)
Diode test N
On-Off Alarm / General Characteristics
Low Voltage Display N
- - Colors Case: black ; Holster color: orange
Unit Symbol Display N - -
Weight About 270g(With 9V battery)
Keep Data - P
N Standard Accessories Table pens, batteries, manuals, certification, Paper Box
Automatic shutdown Vv - -
Standard inner packing | Color box
Overload V -
Standard Quantity Per Carton | 24 pcs
: Impedance Tome Standard Gross Weight | 20k
andard Gross Wei
TeCh n ICal data Sampling frequency 3 timels 9 9
AC Current Frequency | (50-60)Hz
Basic function Range Basic accuracy Mode of operation Auto Range
DC voltage 200mV/2V/20V/200V/1000V + (0.5%+4) Maximum display 3999
AC voltage 200mV/2V/20V/200V/ 1000V + (0.8%+10) Jaw open 38mm
AC Current 40A/400A/1000A + (3.0%+10) Power )Y : o
CE  CAT ||| GOV
DC Current 40A/400A/1000A + (3.0%+8) —
Resistance 4000Q/4k Q/40k 2/400k 2/4M Q /40M Q + (0.8%+4)
Capacitor 4nF/40nF/400nF/4uF/40uF/200uF + (3.5%+8)
6 0 5 6 E Frequency 4Hz/40Hz/400Hz/4kHz/40kHz/400kHZz/4MHz/30MHz + (0.5%+10d)

Special features
Diode test 601 6B+

J

On-off alarm N
Low Voltage Display N
Data hold N
J

J

J

Technical data

Automatic power-off Basic Function Range Accuracy
Function protection DCV 500V (0. 8%+5 )
Automatic negative polarity ACV 500V (1.2%+5)
Input Impedance 10MQ ACA 2000mA/20A/200A/600A (2.0%+10)
Sampling frequency 3times/s Q 2000Q (1.0%+5)
AC Current Frequency (40-400)Hz i Dif’de M
Mode of operation Auto Range Continuity buzzer Y
Low battery buzzer N
Maximum display 3999 Hold Data hold
Jaw open 55mm Function protection v
Power 9V (6F22) Automatic negative polarity v
CLANP MATMETE Input impedance 10MQ l:_ E ~BOOM
e AC frequency response (50-60) Hz ~ 2004
- Operation way Auto range
Max. display 1999
Clamp size 30mm
Power 3v
General Characteristics Product color Case: dark gray
Product net weight Approx: 180g (include battery)
Colors Case:black Standard accessories Test leads, battery, instruction manual, TPO1 temperature probe
Weight Approx 388g.iclude 9V battery Standard inner packing Color box
Standard accessories | Testleads, battery, instruction manual, TP01 temperature probe (-40°C ~250°C) Standafgagg:"tity per 40pos
Standard inner packing | Color box Carton size 465+317+506cm
Carton size 210x73>39mm Standard gross weight Approx: 18kg
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Clamp Multimeter

Basic Func nge Accuracy
DC Voltage 200mV/2V/20V/200V/6 00V +(0.5%+4d)
AC Voltage 200mV/2V/20V/200V/60 0V +(0.8%+10d)
AC Current 2A/20A/200A/600A + (3.0%+10d)
Resistance 2kQ/20kQ/200kQ/2MQ +(0.8%+4d)
20kQ +(1.2+10d)
DiodeTest J
Continuity Buzzer A
LowBatteryIndication A
DataHold J
Auto Power Off J
Function Protection J
Inputlmpedance 10MQ
Sampling rate 3 times/s
AC Frequency Response
(50-60)Hz
OperationWVay Auto range
Max.Display 1999
Clamp size 32mm
Battery 3V (2x1.5V)
Product net weight Approx180g

Standard accessories

Test leads, battery, instruction manual, TP01 temperature probe

H/L Voltage Clamp Meter

Basic Function
Function |Range

Accuracy

ACvoltage | 0.1mA~299mA +1%+3dgt

0.30A~49.9A +1.5%+5dgt

50.0A~199.9A +2%+5dgt

200A~600A +3%+5dgt

601A~1000A +4%+5dgt

Special Function

Function

High and low voltage AC current test, creepage test, AC current monitoring online

Power

DC6V alkalescence dry battery (1.5V AAAX4) Auto power off

Display mode

4 bit LCD display, backlight function, suit for dark place

Product size

76mmX255mmXxX31mm

Clamp size

® 48mm

Sampling rate

About 2 times/s

Shift 0.1mA~1000A auto shift (test rate 50/60Hz)

Data hold 99 Data hold

Circuit voltage Under 23KV can test circuit voltage (use insulating rod)

Weight Resting benc:about 335g(include battery),total weight:about 2.5Kg(include insulating rod and battery)

Working temperature and humidity | -10TC~40°C: under 80%RH

Store temperature and humidity | -10°C~60C: under 70%RH

Insulating rod size

@ 32mm, 1m/each batter (5battery)

Insulating strength

AC 40kV/rms (between insulating rod and the clamp

Special Function

Function

High Voltage ACA Test Low Voltage ACA Test Leakage Current Test Online ACA Monitoring

Power

6V Battery (1.5V AAAx4)

Ways of Measuring

Clamp ShapeCT, Integration

Transmission

Wireless transmissionLine transfer max. distance : Approx.30m

Display Mode 4 digitsLCD Display, Backlight Function Suitable for dusky occasions.
LCDSize 47mmx28.5mm

Product Size 76mmx255mmx31mm

Clamp Size ®48mm

Sampling Rate

Approx.2times's

Measuring Range

0.1mA~1000A (50/60Hz Automatically)

Standard inner packing Color box

Standard Quantity per carton |24 pcs

Basic Function Range Accuracy
DC Voltage 2V/20V/200V/1000V +(2.0%+5)
AC Voltage 200V/750V + (1.2%+5)
AC Current 20A/200A/1000A + (2.0%+5)
Resistance 200Q/2KQ/20KQ/200KY/2MQ + (1.0%+2)
Frequency 2kHz/20kHz +(3.0%+15)
DiodeTest v

Continuity Buzzer B

Low Batterylndication .

DataHold A

Inputimpedance 10MQ

Sampling Rate 3 times/s

Resolution 0.1mA
Gear Shift 0.1mA~1000AFull automaticgear shift
Accuracy 0.1mA—299mA:  +1%+3dgt

(Below23'C+5, 80%RH)

0.30A-9.99A:  +1.5%+5dgt

10.0A~199.9A: +2%+5dgt

200A~399A: +2.5%+5dgt

400A~600A: +3%+5dgt

601A~1000A:  +4%+5dgt

AC Frequency Response |(50-60)Hz

LineVoltage

Linetest below60KV

Data Storage

99 setsof datacan be stored in the process*“MEM”sign indication
“FULL"twinkling sign indicates memory full

PEAKHold

Data Hold

Data Scan

Overflow Indication

OperationWay Auto range
Max.Display 1999
ClampSize 55mm
Battery 9V(6FF2)

No Sign Indication

Auto Power Off

ProductNet Weight

Approx:270g

Low Battery Indication

B i i A

Operation Temperature

-25'C~40°C; below80%Rh

Standard Accessories

Test leads, battery, instruction manual

Storage Temperature

-10'C~60C; below70%Rh

StandardInnerPacking

Color box

Insulating Bar Size

@32mm, 1m per node (five nodes

Insulating Strength

AC 100kV/rms(Between the fifth insulating bar andhigh voltage current clamp chip

Standard QuantityPerCarton|30pcs

Structure

LeakProof Il

EMC (¢ Y Y

LVD 500
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DOUBLE CLAMP
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YITENSEN PAKRITE® 385

SURFACE RESISTANCE METER

Technical data

Double Clamp Digital Phase Meter

error and function under ba

Target Measure range | Resolving power | Basic error
Voltage | 20V 0.01V +(1.2%rdg+2dgt)
200V 0.1V
500V %
Current | 200mA 0.1mA +(1.0%rdg+2dgt)
2A TmA
10A 10mA
Phase | 0~360° 1° +3°

Basic Condition and Work condition

Target Basic condition | Work condition | Remark
Environment Temperature 23C+1C -10C~40C

Environment Humidity 40%~60% <85%

Function wave Sine wave Sine wave 8=0.05
Function frequency 50Hz+1Hz 45Hz~65Hz

Work Voltage 9V+0.1V 9V+1V

External electric field. magneticfield | Must avoid

Place of measured lead At the approximate geomtric center of the jam

Standard accessories

Instrumentbox | 1

Current clamp 2

Test leads 4 (2red and 2 black)
Battery 6 (Alkalescence dry battery: 1.5V AA)
Instruction 1

Basic Function

Measuring Level 10 Level
Switch Point 0.5 Level
Switch Point Accuracy +0.5 Level
Accuracy +10%
Repetition +5%

Test Voltage e\

Operation Temperature

5C~49C (41°F~120°F)

Storage Temperature -15'C~+60C

Relative Humidity 0%~90%

Product Size 130mm*70mm*25mm
Battery 9vDC

Product Weight 1709

Ground Resistance Tester

Technical data

Measure mode | Measuringrange | Resolution | Basic accuracy
Resistance 0.010~0.099Q 0.001Q +(1%+0.01Q)
0.10~0.99¢ 0.01Q +(1%+0.01Q)
1.0~49.9Q 0.1Q +£(1.5%+0.1Q)
50.0~99.5Q 0.5Q +(2%+0.5Q)
100~199Q 10 +(3%+1Q)
200~3950Q 50 +(6%+5Q)
400~590Q 10Q +(10%+10Q)
600~1000Q 200 +(20%+20Q)
Current 0~99mA 1TmA +(2.5%+5mA)
(Only for 6412) T 490~299mA 1mA +(2.5%+10mA)
0.30~2.99mA 10mA +(2.5%+0.02A)
3.00~9.99A 10mA +(2.5%+0.03A)
10.00~20.00A 10mA +(2.5%+0.05A)

Range

30mA~300mA 30A/300A

Sampling rate

Approx.2times/s

Range

Accuracy

0.00mA~9.99mA

+1.2%+5dgt

Resolution 0.01mA N mment 10.0mA~300.0mA | +1.5%=5dgt
Measuring range | 0.00~300.0A(50/60Hz) | (below 231, 70%RH) | 0.00A~9.99A +1.2%+5dgt
Testway CT pincer points 10.0A~99.9A +1.5%+5dgt
Power DC 3V Button-type battery LR-44*2 or SR-44*2 100A~199.9A +2%+5dgt
Rate Power Approx.5mwW 200.0A~300.0A | +4%=+5dgt

Special Function

Low battery indication J N M

Date hold/storage N N M

Auto power off N N N
Relative humidity 10%~90% 10%~90%

Working environment -10C~55C -10°C~55T 0~40°C
Outer magnetic field <40A/m <40A/m

Outer electric field <1V/m <1V/m

Unit measuring time 1s 1s

Resistance measuring frequency | >1KHz >1KHz

Highest resolution of Resistance measuring | 0.001 @ 0.001Q

Frequency of measured current| 50Hz sine

Storage measuring data 50 group 30 group 60 group
Setting range of resistance critical value alarm | 1~199 Q 1~199Q

Setting range of current critical value alarm | 1~499mA 1~499mA

Protection scale Double insulated | Double insulated

Operation way Autorange Auto range Auto range
Clamp size 28mm 28mm 40mm
Power 6V(4X1.5V) 6V(4X1.5V) DC 3V
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Insulation Tester

YITENSEN PAKRITE® VC60B™ msuLamion TEsTER

60B°/D'/E’

Basic function Range Basic accuracy
VC60B* VC60D" VC60E"
Measuring voltage 1000V/2500V +10%
2500V/5000V +10%
250V/500V/1000V +10%
Current of short 250V(R=250k2 ) 1mA +10%
circuit 500V(R=500kQ ) 1mA
1000V(R=1MQ ) 1mA
Median resistance <4mA v N
<1.8mA N
Median voltage 200MQ : 6.0~199.9MQ +(5%+5bit)
1000V 2GQ: 0.06~1.999GQ £ (5%£5bit)
20GQ: 0.6~19.99GQ +(5% =+ 5bit)
200MQ: 5.0~199.9MQ +(5%=*5bit)
Voltage test 2500V 75 55" "5 05~1.999G 0 +(5%+5bit) | +(5%-+5bit)
20GQ: 0.5~19.99GQ + (5% +5bit) + (5% +5bit)
20GQ: 5.0~199.9GQ +(5%+5bit)
Jack position 5000V | 2G¢: 0.05~1.999G0 +(5%+5bit)
20GQ: 0.5~19.99GQ +(5%+5bit)
20GQ: 5.0~199.9GQ +(5%+5bit)

Range
Insularion

A

250V: 0.1MQ~20MQ

500V: 0.1MQ~50MQ

1000V: 0.1MQ~100MQ

+(4%reading £2bit)

Resistance

250V: 20MQ2~500MQ

500V: 50MQ~1000MQ

1000V: 100MQ~2000M Q

+(1%reading £6bit)

Measuring Voltage

AC 750V

| (1%xebit)y | +£(1%t6bit)

Jack position

Insulation resistance: L. E AC750V:ACV G

31
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Earth resistance tester

0.01Q -2000Q

2002 20000 20000

YITENSEN PAKRITE® 41054  Digital Earth Tesier

POWER HOLD

N nn
- LiUL

CATINEDOY

4105A/B

1.This digital ground resistance tester is a new generation of electrical test

Instruments, beautiful and practical style.

2.Full-featured, high accuracy, convenient and reliable operation, dustproof

moisture-proof structure, better suited to field use.

3.lt can be used to measure a variety of power systems, electrical equipment,
lightning protection equipment grounding system grounding resistance value, it

Can Also measure AC voltage

Technical data

4105A | Ground resistance 20Q +(2%+0.1Q) | 0.012
2000 +(2%+3d) 0.1Q
20000 1Q
Ground resistance(AC current)| 200V +(2.0%+6d) 0.1V
4105B | Ground resistance 10Q +(3%+0.1Q) | 0.01Q
100Q | +(3%+3d) 0.10
1000Q | +(3%+8d) 1Q
Ground resistance(AC current)] 750V +(1.0%+10d) | 1V

General features

Display 84.8x59.8mm LCD display, max display “1999”

Overrange presentation| Itwilldisplay “1” onthe top number whenitis overrange

Power Alkalescence battery LR (1.5V) X8 (can contact with power adapter)
When the battery is low, it will display a low battery sign

Power Dissipation Electricity cost (no-lode)<800mw

Work environment Teperature 0~40; relative humidity 30%~80%RH

Product size 175(L)X110(W)X70(D)mm

Weight Approx: 680g (include battery)

g

EMC (¢ Vs, Y

LVD 500

YITENSEN PAKRITE®
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Thermometer

Series

Specification

Temperature range -20~550C (-4 ~ 1022°TF)
Accuracy £2.0C or £2% (or +£3.0°C at 0C-25T), whichever is bigger |
Ambient temperature 10°C ~30°C

Storage temperature -10°C ~40°C

Distance Spot Ratio 12:1

Emissivity 0.1~1.00 adjustable

Resolution 0.1C/0.1°F

Wavelength =0.5s

‘C/'T_Selection N

Data Hold function N

Laser Target Pointer ON/OFF selection N

Backlight ON/OFF selection J

Auto Power Shut Off in60seconds without any operation | v

Power supply 9V battery

Weight 125g (Including battery)
Dimension 97mmX43mmX160mm (LXW XH)
Ganranttee 12months

Model

307C

Temperature Range

~20to 800C (4 to 1472F)

Accuracy

“ 010800 C (3210 1472 T);+1.5C/x2.7F or1.5%
- 200 0C (4 to 32F); +3°C/+5F

Repetition 1% or 1C
Response Time 1.5s, 95% Response
Response Length 8-14um

Emissivity

0.10-1.00 Adjustable

Operation Temperature

0-40°C(32-104T )

Relative Humidity

10-95%RH Noncondensing

Storage Temperature

~20to60C( - 4to140F)

Weight/Size 270g; 147.4*59.5*201.3mm
Power 9V Alkaline Battery

Battery Life Laser Models:12 hours

D:S 20:1

Thermometer Series

Model 308D

Temperature Range -30C~1150C(-22°F ~2102T)
Max. Display 4 digits LCD Display
Resolution 0.1C/0.1F

Accuracy +1.5% or£1.5C
Display Unit CI'F

Auto Power Off v

Backlight Vv

Response Time(90%) 0.5s

D: S 50: 1

Emissivity 0.1~1.00 Adjustable
Operation Temperature | 0°C~50C

Size 141x60x200mm
Weight 270g

Standard Inner Package| Color Box

Power 9V Battery
Temperature Range -20C~1650C

Max. Display 4 digits LCD Display
Resolution 0.1C/0.1F
Accuracy +1.5% or +1.5C
Display Unit ‘C/'F

Auto Power Off A

Backlight e

Response Time(90%) 0.5s

D: S 50: 1

Emissivity 0.1~1.00Adjustable
Operation Temperature 0°C~50C

Size 141x60x200mm
Weight 2709

Standard Inner Package Color Box

Power 9V Battery




YITENSEN PAKRITE® Digital Tachometer Anemometer YITENSEN PAKRITE®

TEST HEM

YITENSEN PAKRITE®
YITENSEN PAKRITE®

6234P 6235P

CE C€

YITENSEN PAKRITE® 816
Anemometer

6235P 6236P

Technical data

Model 6234P 6235P 6236P \
si 5 digitslarge LCD 5 digitslarge LCD 5 digitslarge LCD
ize . . .
display display display
/ Contact Contact
revi1.0~19999RPM revi1.0~19999RPM
Measuring / Surface Speed Surface Speed
range (m/min):1.0~1999.9RPM| (m/min): 1.0~1999.9RPM
Contact / Contact
rev:2.5~99999RPM rev:2.5~99999RPM Anemometer
Resolution (SU/rfalce) gpoefd/ . (Su/rfa.ce) nge’led/ . (Su/rfa.ce) gpoefd/ ) Measurement items Air velocity, Air temperature Air velocity, Air temperature
m/min):0.01m/min m/min):0.01m/min m/min):0.01m/min - - - -
Acouracy +0.05%+1 +0.05%+1 +0.05%+1 iange ofalfr v.elocllty‘ 0~3u0m/s, 0~90km/h, 0~5860ft/min, 0~55knots, 0~65mph 0~4§m/s, 0~140km/hr, 0~8800ft/min, 0~88knots, 0~100mph
Max. Display| 40000 40000 40000 geuracy of alr velocity 15% 13%
Time Base | 4MHz quartz crystal | 4MHz quartz crystal 4MHz quartz crystal Range of air temperature -10~45C, 14~113T 0~45C, 32~113T
Power 4x1.5VAA(UM-3) 4x1.5VAA(UM-3) 4x1.5VAA(UM-3) Accuracy of air temperature +2°7C +2C
: R luti 0.2°C; 0.2m/ 0.2°C;0.2m/s
Dimension Approx: Approx: 174x64x31mm | Approx: 195x64x31mm SR - - - >
157x64x31mm Max/Average/Current air velocity reading| v N
Weight Approx: 125g Approx: 110g Approx: 200g /' Selection Y J
Wind chill indication M M
Beauford Scale M J
Auto/Manual power off 14 minutes without any operation N
odel ing R 9RPM/FPM 9RPM/FPM Low battery Indication . !
easuring Range ~ ~ - - - -
RPM: Round Per Minute EPM: Flash Per Minute LCD Backlight 12 seconds active by press any key LCD Backlight ON/OFF selection
Coarse/Fine Adjust Knob Range | <1000RPM hours <1000RPM hours Power CR2032 3.0V 9V battery
Coarse Adjust Knob:10RPM/FPM | Coarse Adjust Knob: 100RPM/FPM Dimension 105X40%18.5mm Main unit:145X 72X 35mm; Vance:172X 65X 29mm
Fine Adjust Knob:0.1RPM/FPM Fine Adjust Knob:1RPM/FPM Net weight 529 (including battery) Main unit:164g(including battery); Vance:112g

=1000RPM hours
Coarse Adjust Knob:100RPM/FPM
Fine Adjust Knob:1RPM/FPM

Accuracy 0.05%
Resolution <1000RPM : 0.1RPM/FPM
=1000RPM:1RPM/FPM
TimeBase 10MHz
Display 5 DigitsLCD Backlight
6237P Max. Display 19999
D M Power Supply 4x1.5V AA(UM-3)battery
6238P Product Size 195x73x38mm
Weight Approx. 200g

s e & ave e & "
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YITENSEN PAKRITE® 524
"DIGITAL SOUND LEVEL METER

Sound level meter

Basic function

Measuring range

Sound Level Meter

30~130dBA; 35~130dBC

YITENSEN PAKRITE® 824C

30~130dBA

Accuracy

+1.5dB

+1.5dB

Digit&Resolution

5 digits & 0.1dB

4 digits & 0.1dB

Frequency response

31.5Hz~8.5kHz

31.5Hz~8.5kHz

Measuring level

30~130, 40~90, 50~100, 60~110, 80~130

Frequency weighting characteristic

A&C

Time weighting

FAST/SLOW

Sampling rate

2 times/second

2 times/second

Microphone 1/2 inch polarization capacitance microphone 1/2inch polarization capacitance microphone
AC/DC output N

Max reading N v

Barcode indicate the value N

Overload indication OVER/UNDER

Low battery indication N

Power 1.5V AA4pcs or DC 6V 100mA adapter 9V battery 1pcs or DC 6V 100mA adapter
Dimension 256X70X35mm 52.5X133.5X35.56mm
Weight 308g (including battery) 1449 (including battery)

EMC

LVD

ce &3

G

Lux Meter

10100
YITENSEN PAKRITE®

1. Wide Measuring Range, Max. Measuring Value Up to 200000LUX
2. 0.1LUX/0.01FC High Resolution Display

3. Auto Gear Selection Function

4. Measuring Max. / Min. Value
5.
6.
7.

LUX/FC Unit Selection

Reading Lock Function, Lock Measuring Value

Data Automatically Collect Records Function
Technical Data

Range Resolution Accuracy

200LUX 0.1 3%+10dgts
2000LUX 1 3%+10dgts
20000LUX 1 3%+10dgts
200000LUX 1 3%+10dgts

General Features

1. 3 1/2 Digits LCD Display; Max. Display 1999

Using Color Temperature 2856k Standard Flat Lamp to Calibrate
2*AAA(7V) Battery

Product Size:185(L)x5(W) x0(H)mm

Product Weight:Approx.150g

Al W|IN

o € &
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YITENSEN PAKRITE®

Thermometer Series/Digital Vibrometer

Three Phrase Indicator YITENSEN PAKRITE®

\Viewk{1] Thermo-Hygrometer

Measuring range:
Temperature: 0~50°C
Humidity: 20%~90%RH

Size: 9.5X10.5X2cm
Function:

Temperature/ Humidity display
Alarm on schedule
CI°F switch

12/24 hours clock

Measuring range:
Temperature: -20~70C
Humidity: 30%~90%RH

Size: 9.5X10.5X2cm
Function:

Temperature/ Humidity display
Alarm on schedule
CI'F switch

12/24 hours clock

Daily alarm clock
Calendar display

Daily alarm clock
Calendar display

YITENSEN PAKRITE® 'V

Measuring range:
Temperature: 0~50C

Accuracy:+1.0C(1.8°F

Humidity: 20%~90%R
Accuracy: +5C(40%~80%)
Function:
Temperature/ Humidity display
Alarm on schedule

CI'T switch
12/24 hours clock
Max./min. Thermo-Hygrometer
function
X5.8X2cm

memor
Size: 1

\V/ow X118 Thermo-Hygrometer \/o3ck{iB| Indoor Thermo-Hygrometer

32~120°F

Daily alarm clock
Calendar display

Note: VC230 and VC230A can't be tested for industry use, The test results are just for reference.

VC63
0~

Technical data

Measuring range
Vibration displacement(p-p)

VC63A VC63B
1999um 0~1000um | 0~1999um

Vibration speed(RMS)

0~

199.9mm/s

0~71mm/s | 0~199.9mm/s

Vibration acceleration(O-P)

0~

199.9mm/s’

0~199.9mm/s*

Vibration displacement(p-p)

10~200Hz, < +10%

Il The error between frequency range and breadth value

12~200Hz, < +10%

10~200Hz, < +10%

Ll

| Vibration speed(RMS)

10~500Hz, < +10%

12~500Hz, < +10%

10~500Hz, < +10%

YITENSEN PAKRITE® VC63A

FOERETICNS WVETER Vibration acceleration(O-P)

10~1000Hz, < £10%

10~1000Hz, < £10%

E—
| @ALRDIVA NASNALIA

I Breadth value lineai

0~20um, < £10%

0~20um, <+10%

0~20um, < +£10%

>20um, < £5%

>20um, < +5%

=20um, < +5%

0~2.0mm/s, < +10%

0~2mm/s, < +10%

0~2.0mm/s, < +10%

>2.0mm/s, <=*5%

>2mm/s, <+5%

>2.0mm/s, <=*5%

0~2.0m/s, < +10%

0~2.0m/s, < +10%

>2.0m/s’, <+5%

>2.0m/s’, <+5%

Please exchange a new battery when the battery voltage is low than 5.5V and it display low battery sign

The measuring data can hold for 1 minute when you loosen the test key

Display value show wave do not bigger than one resolution

Vibration displacement(p-p)
Vibration speed(RMS)
Vibration acceleration(O-P)
| - Basic function
5 < Low voltage display
tg
=l u Data hold time
S Display value wave
—— Environment humidity =80%
5!. Environment temperature | 0~40°C
3 Atmospheric pressure 75~106kpa
| H Size 185X68X30mm
VC63B g Battery 9V (6F22)
|

. e €

Features
Operational voltage: 200~480V (3 phases AC)
Limit support voltage: 2000V/minute (impulse voltage 4000V)
Measuring frequency range: 20Hz~400Hz
Time limit for continuous measurement: 60minutes at 200V AC
4minutes at 480V AC
Meter size: 85x64%x23mm (exclude the measuring lead)
Meter weight: Approximate 200g
Attachment: Measuring lead, meter-pen, measure shelf, band, operation
manual and hop-pocket.

VC 850

Technical data

Product Features

Aesthetic appearance compact, portable use

PC-shell material, safe and durable

Products designed to meet CAT IIl 600V safety standards
LED and beep tips, judge the rotation sequence and direction
Phase sequence detection voltage range: 200V~600V
Phase sequence test frequency range: 20Hz~400Hz
Environment-friendly design, without the use of batteries
General Characters

Product dimension: 98(L)X58(W)X23(H)mm

Test cable length: 1m

Weight: Approx: 132g

850A
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CABLE RJ45 + RJTY
TESTER
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YITENSEN PAKRITE® 4468
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Network Tester/Cable Tracker Meter

Features
1.0f twisted-pair 1, 2, 3,4, 5,6, 7, 8, G line of each root (of) test,
which can be found to distinguish betweer root (of) the wrong
Line, short circuit and open cicuit.
2.RJ45+RJ11 test.

Details:

o Network cable matching (RJ45)

o Telephone cable tracking (RJ11)

o Network cable tracking (RJ45)

o Power cable tracking (RJ11)

o Value and polarity of DC level

o Connectivity status and impedance of cable

o Switching between two frequencies during cable tracking

Transmission signal distance: <<200m

Low voltage indication: Automatic low battery detection; on status of the low
voltage indicator when the battery voltage is lower than the operating voltage
Sampling frequency: 2.5 s/time

Power source: 9V batteries, 006P

Dimensions: 140 mm 66 mm 28 mm; 265 mm 50 mm 33 mm

Product weight: approximate 280 g

Total weight: approximate 460 g

Standard accessories: a quality certificate, an operation manual, two 9V batteries,
a RJ45 cable, a RJ11 cable, a pair of crocodile clip for RJ11 connector, a headset

and a bag for portability
Operating temperature: 0 ~ 4°C (<80%RH)
Storage temperature: -10 ~ 5°C (£95%RH)

e ce &

Series water Multimeter/
Test leads

YITENSEN PAKRITE®
26C

2GC

LCD Multifunctional Timber Moisture Tester

Products Feature

Double Injection Case, stylish and solid.
Two standard display selectable, users could
select the display of 5%~40% or 0-
100(European Standard) to meet the
requirements of different customers.
Self-calibrating makes the operation simple.
LCD digital display makes the reading clear
and straight

2 pins sensors or 4 pins sensors selectable,
to meet the requirements of different
customers.

General Characters

Display: 2 digits LCD Display with 15mm-
high figure.

Resolution:1 or 1%.

Range:1~100 or 5%~40%.
Accuracy:+=1%rdg+1d.

Power:9V(6F22).

Test leads

YITENSEN PAKRITE®

2GB

2GB
LCD Intelligent Paper Moisture Tester

Products Feature

Double Injection Case, stylish and solid.

3 species of trees intelligent selection to
avoid self-calculation of users.

Wide Range: 5%~40%.

Self-calibrating makes the operation simple.
LCD digital display makes the reading clear
and straight.

General Characters

Display: 2 digits LCD Display with 15mm-
high figure.

Resolution: 1%.

Range: 5%~40%; Accuracy:t1%rdg+1d.
Power:9V(6F22).

1. Self testing before use:
Close the tester probe to any hot line, bestestIl will light up together
with buzzer sound
If the light and sound are weak, please replace the batteries inside

2.Test Voltage present
Close the test pin to live parts, the tester will light up together with sound

3.Don't place the tester near high voltage
Warning:
Check before use
Never test the voltage which than 1000V AC
Test voltage range : 90V:----- 1000V AC
IP54 IEC 1010
AAA 1.5V X2
Battery life : 6 hours for continious using standby for 1.5 years

o € &

YITENSEN PAKRITE®
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YITENSEN PAKRITEG  2GA

2GA
Grain moisture tester

Products Feature

The use of micro-computer technology is more
accurate measurement

Automatic temperature compensation function
With the large backlight LCD display screen to
ensure that a clear reading and ignoring the
poor

Have a special backlight control switch for
saving battery

With low power auto-prompt function

The structure of strong, fine,machine repair
using durable shell selection of clectronic
components

Selection of hard ABS plastic,handsome in
appearance,easy to carry,easy to operate
Measure a wide range of grain:wheat,rice and
coin

General Characters

Moisture measuring range:2%~30%;Maximum
error:£(1%Rh+0.5):

Resolution: 0.5%

Temperature measuring range: -10C~60°C ;
Maximum erroe:+=2(+4°F);
Resolution:1°C/4°F

Operating temperature and
humidity:temperature:-10°C~607C;
humidity:0~70%Rh




YITENSEN PAKRITE®

YITENSEN PAKRITE® 8414

841A/B/C/D

Specification

Specification 841A/841B/841C/841D
g6 40/60/80/100m
Measuring accuracy” +2 mm

Measuring units m/ft/in/ ft+in

Laser class Class 2

Laser type 630-670nm, < 1mW
Single distance

measurement v

tvo CE §

Laser Distance Meter

Area ,Volume

Measurement v
Indirect Pythagorean

v
theorem
Continuous J
measurement
Min. / max. value v
Beep N
4-line display with v

backlight

Button Soft rubber buttons
Operating temperature | 0°C~40°C
Storage temperature -10°C~60°C

5,000 measurement

Battery life times
Battery type AAA 2 x 1.5V
Auto laser off 30 seconds

Auto instrument off

180 seconds

Dimensions (mm)

120*50*29

Weight (g)

126

Laser Distance Meter

Specification

Specification 851A/851B/851C/851D
I ge 40/60/80/100m
Measuring accuracy’ +2 mm

Measuring units m/ft/in/ ft+in

Laser class Class 2

Laser type 630-670nm, < 1mW
Single distance

measurement v

Min. / max. value v

EMC
LVD

40M

YITENSEN PAKRITE®

YITENSEN PAKRITE® 851A

851A/B/C/D

Area ,Volume

Measurement v
Indirect Pythagorean

v
theorem
Continuous J
measurement
Addition and J
subtraction
Beep v
4-line display with N
backlight
Historicalm m r 20 sets

Button Soft rubber buttons
Operating temperature | 0°C~40°C
Storage temperature -10°C~60°C

5,000 measurement

Battery life times
Battery type AAA 2 x 1.5V
Auto laser off 30 seconds

Auto instrument off

180 seconds

Dimensions (mm)

120*50*29

Weight (g)

126

44
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Thermal Image Camera

Thermal Image Camera

45

EMC
LVD

350/ 360
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Technical data

IR-Thermometer

Technical Specification

Detector Detector type Un-cooled FPA micro-bolometer
characteristics Array size/format 160%x120
Image characteristicg Field of view/min focus distance 25°%x19°/0.1m
Spatial resolutiofIFOV) 2.72mrad
Thermal sensitivity =0.06C @30C
Frame frequency 50/60Hz
Focus Manual
Spectral range 8-14um
Builtin CCD camera / 1.3 million pixels
Image display LCD display 3.5"TFTLCD, 640 x 480
Measurement Temperature ranges -20C- +350C
Accuracy +2°Cor*2% ofreading, Whichever is greater

Measurement correction

Automatic / manual

YITENSEN PAKRITE®

Measurement mode

1 movable spots, Hottest spot/coldest

Up to 4 movable spots. Up to 3

spot tracking,1 movable areas movable areas (maximum, minimum

(maximum, minimum and average

and average temperatures). Up to 2

temperatures),Alarm(voice, color) | movable lines. Line profile Isotherms.
Temperature difference. Alarm(voice,
color)

Image control

6 color palettes changeable Color palette 11palettes changeabld

Image adjustment Auto/manual gain and brightness

Setup functions

Date/time, temperature unit, language

Emissivity correction

Variable from 0.01to 1.0

Background temperature correction

Automatic corrections according to user input

Atmospheric transmission correction

Automatic correction according to user input object distance, humidity and

temperature
Image storage Storage card 8G SD card, max 16G
Storage mode

Manual/Auto single file saving Manual/Auto single file saving, IR and
Visual image linksaving

File format

Thermal: JPEG with original thermal measurement data included

Voice annotation

/ Input via built-in microphone up to 60
seconds of digital voice clip perimage
stored with image

Power source

Battery type

Li-lon, rechargeable

Battey operating time

3 hours continuous operation 4 hours continuous operation

Battery charging mode

Intelligent charger or power adaptor 12V (optional) to random charge

Power saving

Autosleep and auto-shut down

External power 10-15V DC
Laser pointer Laser locator / | Class 2, 1mw/635nm(red), IEC 60 285
Environment Operating temperature -15°C--+50C
Storage temperature -40C--+70C | /
Humidity Operating and storage <90%non-condensing
Encapsulation IP54
Drop test 2m
Anti-shock 25G, |IEC68-2-29 /
Vibration resistance 2G, IEC68-2-6 /
Physical Weight 980g
characteristics Dimension 105°245*230mm
Interface SD card slot Micro SD card slot
External DC input YES
Video output YES
usB Image, measurement data transfer
Tripod 1/4"-20-UNC

o € &




YITENSEN PAKRITE® Video endoscope Video endosco pe YITENSEN PAKRITE®

Functions Technical Data

Camera 1/18"VGA CMOS
Focus Length 3-8cm
Resolution 320x240
Angel of View 54°
LED Source 2/4LEDsSelectableManual Control Luminance Adjustable
FocusLengthRange 3mm-6mm
Display 2.4" TFT 320X240Pixels
Battery 4 XL SCAABatery .
Product Size 81x75x62mm Functions Technical Data
Grip Size ¢40x110mm Camera 1/9"VGA CMOS
Lens Diameter 10mm Focus LengtiRange 3-8cm
Probe Diameter 6.8mm Resolution 320x240Pixels
Viewing Angel 180 Degrees

Probe Lengt.h 100cm Image 450 Black &gWhite, ColorsRhoto,Videg MemoryFunction
Tools Box Size 325x190x73mm LED Source 4LED - -
Protection Grade P20 i sSeIectabId\/!anual Contrb, 6 LevelsLuminance Adjustable
Waterproof Grade P67 Display 2.4"TFT 320X240Pixels

- — Battery 4 X1.5(AA)Battery6V DC
Storage Temperature -20C to 60C Lens Diameter 9.8mm
Lens Temperature 0°C to 40C Probe Length 100cm
Relative Humidity Max95% CameraWaterproof Grade IP67

501

Functions Technical Data

Image Sensor 1/9"VGA COMS
Focus LengthRange 3-8cm

Resolution 0.3Mpixels

Max. Image Transmission Speed Rate VGAB0fps

LED Source 4 LEDs
OptimalFocusLength 5cm

Sensitivity 1.3V/(Lux.sec)
Battery 4 X1.5(AA)Battery
Image Format JPEG

Interface SD Card, USB 2.0
Video Output NTSC/PAL
Language English, Germany, Chinese
CameraWaterproof Grade 1IP67

Functions Technical Data
Operation System Windows XP,Windows7, Windows 8
Image Sensor CMOS
Resolution 640*480 Pixels
Power USB 5V
Lens Diameter 5.5mm
Probe Length 830mm

Camera 19"VGACMCB

Focus LengthRange 3-8cm

Resolution 320x240Pixels

Viewing Angel 180 Degrees

Image Black & White, Colors, No Video Function

LED Source 4 LEDsSelectable Manual Control, 6 LevelsLuminance Adjustablé

Display 3.5" TFT 320X240Pixels

Battery 4 X1.5(AA)Battery6V DC

Lens Diameter 9.8mm

Probe Length 100cm

CameraWaterproof Grade| IP67

EMC (- € fw EMC
47 LVD i LVD
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Oscilloscope

Mini Oscilloscope

YITENSEN PAKRITE®

VICIOR’
HE il 1% 25

R AR

210

VICIOR'
R fll 1% S5

(TR AT

220

Model 210 220

Bandwidth 20MHz

Sample Rate (real time ) 500MS/s [ 100MS/s

Horizontal Scale (s/div) 5ns/div—100s/div, step by1—2.5—5

Rise Time (atinput, typical) < 17.5ns

Display 3.7” color TFT display (640 x 480 pixels)

Channel Single | Dual

Input Impedance 1MQ + 2%, in parallel with 18pF * 5pF | 1MQ % 2%, in parallel with 20pF + 5pF
Record Length 6K points

Interpolation sin (x) / x

Probe Attenuation Factor 1X, 10X, 100X 1000X

Input Coupling DC, AC, and GND

DC Acauracy (average) average >16 : #(5% reading + 0.05div) forAV

Vertical Sensitivity 5mV/div_5V/div (atinput)

Vertical Resolution (A/D) 8 bits

Max Input Voltage

400V (PK- PK) (DC + AC, PK- PK, 1MQ input impedance, probe attenuation10: 1), CAT Il

Trigger Type Edge, and Video

Trigger Mode Auto, Normal, and Single

Trigger Level +6 divisions from screen center
Acquisition Mode Sample, Peak Detect, and Average
DC Gain Accuracy +3%

Automatic Measurement

Preshoot, Rise Time, Fall Time, +Width,-Width, +Duty;Duty,Delay A—>B= ,

Vpp, Vavg, Vrms, Freq ,Period,Vmax, Vmin, Vtop, Vbase, Vamp, Overshoot,

Delay AﬂB_+—

Waveform Math +, —, %, +,invert, FFT

Waveform Storage 4 waveforms

Communication Interface USB

Power Supply 1004240V AC, 50/60Hz

Li-ion Battery 7.4V, 6 hours’ operation

Dimensions (W x H x D) 115 x 180 x 40 (mm)

VAC : 4V, 40V, 400V : £(1% + 3 digits), 750V : +(2% + 3 digits); Frequency :
40Hz- 400Hz; max input : AC 750V (virtual value)

Weight (without package) 645.00g

Technical Data:

Voltage VDC :400mV, 4V, 40V, 400V, 1000V : +(1% * 1 digit); max input: DC VDC :400mV, 4V, 40V, 400V, 1000V : £(1% + 1 digit); max input: DC
1000V 1000V

VAC : 4V, 40V, 400V : £(1% + 3 digits), 750V : £(2% = 3 digits);
Frequency : 40Hz-400Hz;
max input : AC 750V (virtual value)

Current DC :40mA, 400mA: +(1.5% * 1 digit), 10A: (3% + 3 digits) DC :40mA, 400mA: +(1.5% + 1 digit), 10A: £(3% + 3 digits)
AC :40mA: £(1.5% + 3 digits), 400mA: £(2% + 1 digit), 20A: £(5% + 3 AC :40mA: +(1.5% + 3 digits), 400mA : (2% + 1 digit), 20A: £(5% *
digits) 3 digits)

Impedance 400Q : (1% + 3 digits), 40KQ- 4MQ : £(1% + 1 digit), 40MQ : £(1.5% £ 3 | 400Q: £(1% * 3 digits), 40KQ4MQ : £(1% * 1 digit), 40MQ : £(1.5%
digits) + 3 digits)

Capacitance 51.2nF- 100uF : +(3% + 3 digits)

51.2nF- 100uF : £(3% * 3 digits)

Full Scale Reading

3
3 4 digits (max 4000-count)

Diode 0V-1.5V

Input Impedance 10 MQ; On/Off Test: < 50 (+ 30) beeping

49 ACH T

Display 2.8"colour TFTLCD
Resolution 320X240

Display colors 65K

Analog bandwidth 0-200kHz

Max. sampling rate 1Msps 12 status
Sampling store depth 4096 points

Transverse sensitivity

1uS/Div10S/Div( 1-2-5 step)

Vertical sensitivity

10mV/Div10/Div(X1 probe) 0.5V/Div10V/Div(X10 probe)

Inputimpedance >500KQ
Max. input voltage 80Vpp(X1 probe)
Coupled modes DC

Trigger modes

Auto ,Norma,Single,None,Scan

Auto measurement

Test signal built-in

Frequency,cycle,duty ,Vpp,Vram,Vavg,DC voltage

Vertical accurate measurement of the cursor

Lever accurate measurement of the cursor

Rise /fall edge trigger

Trigger the cursor Trigger sensitive cursor Holding/operation

10Hz-1MHz(1-2-5 step)

Wave memory

SD card

PC interface

Through the USB connecting

Charging way

Through the USB charging

Size

105mmX53mmX8mm

Basic function

Display

3" colour LCD 240Xx400

Input channel

Analog : CH(A)\CH(B) digital : CH( C)\CH(D)

Max. sampling rate

72MS/s,8 bit

Sampling store depth

Single channel 8 bit, 4 channel 4 X4bit

Vertical sensitivity

20mV-10V/div(1-2-5 step)(adoptX 1 probes)

200mV-100V/div(1-2-5 step) (adoptX 10 probes)

Vertical resolution 8 bit

Level sensitivity 0.1uS/Div-1S/Div
Lever position Adjustable

Input coupling way AC/DC

Maximum input voltage

80Vpp(adoptX 1 probes) 400Vpp(adoptX 10 probes)

EMC
LVD
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Thickness Meter

Details :

Measuring Range : 0-1250um, 0-50mils

Accuracy : £ (3%+2um) / £ (3%+0.1mils)

Resolution : 1 ym/0.1mils

Three Calibration Ways: Zero point, Two point, Initialization.
The system errors can be modified promptly by calibration.
Measuring Mode : Single Measuring/Consecutive Measuring
Data Storage: store 99 sets of data in max.,

the data will be eliminated after power off.

Digital readout display shows at 180 degrees rotation
Buzzer Indication Function

Metric-Inch Switch Function

Low Battery Indication Function

Auto Power Off Function

Battery : 3V

Product Net Weight : 68g

Product Size : 100*52*29mm

Operation Temperature : 0~+50°C (+32 ~+120°F)

Details :

Measuring Range : 1.2-220mm

Accuracy : = (1%H+0.1)

Resolution : 0.1mm

Sound Velocity Range: 1000~9999m/s
Operation Frequency: 5MHz.

Pipe measurement limit : ®203mm
Automatically calibrating zero point, the system errors will be modified promptly
Data Storage/Data Hold/Data Delete Function
Measuring Sound Velocity Function

LCD Backlight Function

Low Battery Indication Function

Auto Power Off Function

Battery : 3V(2*1.5V) AAA Battery

Product Net Weight : 220g

Product Size : 147*72*35mm

Details :

Measuring Range : 1.5-200mm
Accuracy : 0.5%H+0.1

Resolution : 0.1m

Sound Velocity Range: 500~9000m/s
Operation Frequency: 5MHz.

Sensor : Ultrasonic 5SMHz®10
Automatically memorize material code and sound velocity .
Low Battery Indication Function

Auto Power Off Function

Battery : 3V(2*1.5V) AAA Battery
Product Net Weight : 220g

Product Size : 147*72*35mm

e c€ &)

Accessories

ELECTRONIC TESTING MULTI-FUNCTION PROBE

Product category: general accessories

A scalability probe with safety handle and pressure spring make testing
more convenient .

Standard banana interface is adaptable to different test leads .

CAT II1 1000V, CAT IV 600V 10A

ELECTRONIC TESTING MULTI-FUNCTION PROBE

Product category: general accessories

A scalability small probe with safety handle and pressure spring make
testing more convenient .

Standard banana interface is adaptable to different test leads .

CAT 111 1000V 10A

TEST JACK
Product category: Multi-function standard adapter
switching test applies to resistance ,capacitance, triode and diode.

TEST LEADS

YITENSEN PAKRITE®

==

Product category: General accessories

Flexible club, full holster and cross jack to ensure the
effectiveness of the connection.

Wire length is 900mm , stick length is 105mm ,effective probe is
18mm .

Resistance to low and high temperature : 0°C-40C

CAT 111 1000V 10A

TP01 BANANA TEMPERATURE PROBE

Product category: Temperature probe

Cross jack, applies to general temperature measurement .
Teflon coating insulation .

Forliquid and gel temperature measurement

Accuracy : +£0.75%

Testing range : —40°C-250C ( —40°T-482°T )

TP01 KTYPE TEMPERATURE PROBE

Product category: Temperature probe

Flat plug input to ensure the effectiveness of the connection.
applies to general temperature measurement.

Accuracy : £0.75%

Testing range : —40°C-250C ( —40°T-482°T )

o € &
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Multifunction Process Calibrator

YITENSEN PAKRITE®

ENTEM EXT

— MEASURE - SOURCE —

mASA

WOHETC -
At L [:nu“l:p:.;n.n.,n,

26/26H

Protection grade : IP65
Accuracy : =£0.01%

o i HART communication (only VICTOR 26H)
Two independent channels for input and
output, allowing in-time input and output
operation;

Project Performance
parameters
Range -5~ 110mV -5~110mV
- Accuracy= o o o o
DC millivolt £(% of the set value+% of range) 0.01%+0.01% 0.01%+0.01%
Resolution 1uV 1uV
Range -1~ 11V -1~ 11V
Accuracy=
DC voltage +(% of the set value+% of range) 0.01%+0.01% 0.01%+0.01%
Resolution 10uV/0.1mV 10uV/0.1mV
Range 0 ~ 33mA 0 ~ 33mA
Accuracy= . . . .
DC current (% of the set value+% of range) 0.01%+0.01% 0.01%+0.01%
Resolution 1uA 1uA
Range 0 ~ 33mA 0 ~ 33mA
Accuracy=

Sink current

+(% of the set value+% of range)

0.01%+0.01%

0.01%+0.01%

Range -5~ 550mV -5~ 550mV
- Accuracy=
DC millivolt +( % of Reading+ % of Range) 0.01%+0.01% 0.01%+0.01%
Resolution 1uV/10uV 1uV/10uV
Range -0.5~ 35V -0.5~ 35V
Accuracy=
DC voltage +(% of Reading+ % of Range) 0.01%+0.01% 0.01%+0.01%
Resolution 0.1mV/1mV 0.1mV/1mV
Range -5~ 55mA -5~ 55mA
Accurac
DC current £( % of Reading+ 32 of Range) 0.01%+0.01% 0.01%+0.01%
Resolution 1uA 1uA
Range 0 ~5.5KQ 0 ~5.5KQ
. Accuracy=
Resistance £( % of Reading+ % of Range) 0.01%+0.01% 0.01%+0.01%
Resolution 0.01Q/0.1Q 0.01Q/0.1Q
Range R/S/K/E/JIT/BIN/L/U R/S/K/E/JIT/BIN/L/U
Thermocouple Accuracy 0.7C 0.7C
Resolution 0.1C/1C 0.1C/1C
Range Pt100/Pt200/Pt500/ Pt100/Pt200/Pt500/
Measurement RTD Pt1000/Cu10/Cu50 Pt1000/Cu10/Cu50
Accuracy 0.4C 0.4C
Resolution 0.1C 0.1C
Frequency Range 3Hz ~50KHz 3Hz ~50KHz
(Hz) Accuracy +2words +2words
Resolution 0.01Hz 0.01Hz
Range 180~3000000 CPM 180—~3000000 CPM
Frequency
(CMP) Accuracy +2words +2words
Resolution 1CPM 1CPM
Switch Range CLOSE/OPEN CLOSE/OPEN
Threshold 200~300Q 200~300Q
Range Depends on the pressure module Depends on the pressure module
Accuracy=
Pressure +( % of Reading+ % of Range) Depends on the pressure module Depends on the pressure module
Resolution 5 digit display 5 digit display
Continuity Range 0 ~500Q 0 ~500Q
beeper Accuracy <50Qsound <50Qsound
Resolution 0.010Q 0.01Q
Loop power Range 24V 24V
supply Accuracy +10% +10%
The maximum current 22mA 22mA
HART N/A v
Backlight v v
Auto Power-off v v/
Charging function v Vv
Other Room temperature display v v
functions Battery detection v Vv
The ramp signal v v

Communication function

RS232 serial communication, can realize
remote control instrument by the device
driver software.

RS232 serial communication, can realize
remote control instrument by the device driver
software.

Characteristic

Safety

EN61010-1: 2001

EN61010-1: 2001

Withstand voltage

The input and output AC350V/1 minutes

The input and output AC350V/1 minutes

Insulation

The input and output DC500V /50MQ.

The input and output DC500V /50MQ.

EMC

EN61326-1: 2006

EN61326-1: 2006

Authentication

CE

CE

Display

3.2 TFT screen

3.2 TFT screen

Power supply

4x1.5V_AA Alkaline battery

4x1.5V_AA Alkaline battery

Size 206 x 97 x 60 mm 206 x 97 x 60 mm
Weight about 633g about 633g
Standard Quantity Per Carton 6pcs 6pcs
Standard Carton Measurement 530mm*405mm*310mm 530mm*405mm*310mm
Standard Carton Cross Weight 12.6kg 12.6kg

Resolution 1uA 1uA
External power 5~ 28V 5~ 28V
supply
Range 0 ~4KQ 0 ~4KQ
X Accuracy=
Resistance (% of the set value+% of range) 0.01%+0.01% 0.01%+0.01%
Resolution 0.010/0.1Q 0.010/0.1Q
Source Range R/S/K/E/JIT/BIN/L/U R/S/K/E/JIT/BIN/L/U
Thermocouple Accuracy 0.4C 0.4C
Resolution 0.1Cc/1C 0.1C/1C
Range Pt100/Pt200/Pt500/ Pt100/Pt200/Pt500/
RTD Pt1000/Cu10/Cu50 Pt1000/Cu10/Cu50
Accuracy 0.2C 0.2C
Resolution 0.1C 0.1C
Frequency Range 1Hz ~110KHz 1Hz ~110KHz
(H2) Accuracy +2words +2words
Resolution 0.01Hz/1Hz/0.1KHz/2KHz 0.01Hz/1Hz/0.1KHz/2KHz
Frequency Range 60~1200 CPM 60~1200 CPM
(CMP) Accuracy +2words +2words
Resolution 1CPM 1CPM
Frequency 1Hz ~10KHz 1Hz ~10KHz
Pulse Range 1 ~100000cyc 1 ~100000cyc
Accuracy +2words +2words
Resolution 1cyc 1cyc
Range 1Hz ~110KHz 1Hz ~110KHz
Switch Accuracy +2words +2words
Resolution 0.01Hz/1Hz/0.1KHz/2KHZz 0.01Hz/1Hz/0.1KHz/2KHZz
Range Depends on the pressure module Depends on the pressure module
Accuracy=
Pressure +(% of the set value+% of range) Depends on the pressure module Depends on the pressure module
Resolution 5 digit display 5 digit display
EMC ¢
LVD oo g

* Note: table range for the maximum range, precision is the highest accuracy (reading%), the resolution is the

highest resolution.

EMC
LVD
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Source

Multifunction Calibrator

YITENSEN PAKRITE®

YITENSEN 25

ce
AAAA

o &
[ —— B CRRE
RANDE | ]

MEASURE SOURCE

mA  JWLOOF | COM VHzTemd-

24/25

Accuracy : =0.02%

input and output operation;

Two independent channels for input and output, allowing in-time

Model
Project Performance
parameters
Range -10~ 110mV -10~ 110mV
- Accuracy=
DC millivolt +(% of the set value+% of range) 0.02%+0.01% 0.02%+0.01%
Resolution 1uV 1uV
Range -1~ 11V -1~ 11V
Accuracy=
DC voltage +(% of the set value+% of range) 0.02%+0.01% 0.02%+0.01%
Resolution 10uV/0.1mV 10uV/0.1mV
Range 0~ 22mA 0~ 22mA
Accuracy=
DC current +(% of the set value+% of range) 0.02%+0.02% 0.02%+0.02%
Resolution 1uA 1uA
Range 0~ 22mA 0~ 22mA
Accuracy=

Sink current

+(% of the set value+% of range)

0.02%+0.02%

0.02%+0.02%

Resistance

Resolution 1uA 1uA
External power 5~ 28V 5 ~ 28V
supply
Range 0 ~40KQ 0 ~40KQ
Accuracy=

+(% of the set value+% of range)

0.02%+0.02%

0.02%+0.02%

Range -5~ 550mV -5~ 550mV
- Accuracy= o o o o
DC millivolt +( % of Reading+ % of Range) 0.02%+0.01% 0.02%+0.01%
Resolution 1uV/10uV 1uV/10uV
Range -0.5~ 55V -0.5~ 55V
Accuracy=
D It .02%+0.019 .02%+0.019
C voltage +( % of Reading+ % of Range) 0.02%+0.01% 0.02%+0.01%
Resolution 0.1mV/1mV 0.1mV/1mV
Range -5~ 55mA -5~ 55mA
Accuracy=
D t .02%+0.019 .02%+0.019
C curren +(% of Reading+ % of Range) 0.02%+0.01% 0.02%+0.01%
Resolution 1uA 1uA
Range 0 ~5.5KQ 0 ~5.5KQ
. Accuracy=
R t .05%+0.029 .05%+0.029
esistance +(% of Reading+ % of Range) 0.05%+0.02% 0.05%+0.02%
Resolution 0.010/0.1Q 0.01Q/0.1Q
Range R/S/K/E/JIT/BIN R/S/K/E/JIT/BIN
Thermocouple Accuracy 0.7C 0.7C
Measure Resolution 0.1C/1°C 0.1C/1°C
Range Pt100/Pt200/Pt500/ Pt100/Pt200/Pt500/
RTD g Pt1000/Cu10/Cu50 Pt1000/Cu10/Cu50
Accuracy 0.4C 0.4C
Resolution 0.1C 0.1C
Range 3 Hz~50KHz 3 Hz~50KHz
Frequency Accuracy +2words +2words
Resolution 0.01Hz/0.1Hz/1Hz 0.01Hz/0.1Hz/1Hz
Switch Range CLOSE/OPEN CLOSE/OPEN
Threshold 200~300Q 200~300Q
Range Depends on the pressure module
Accuracy=
P D th |
ressure +(% of Reading+ % of Range) N/A epends on the pressure module
Resolution 5 digit display
Range 0 ~500Q 0 ~500Q
Continuity beeper Accuracy =<50Qsound <50Qsound
Resolution 0.01Q 0.01Q
Loop power suppl Range 24V 24V
PP pely Accuracy +10% +10%
The maximum current 22mA 22mA
Backlight v v
Auto Power-off Vv v
Charging function v Vv
Room temperature display v v
Battery detection N v/
The ramp signal v v
RS232 serial communication, can realize  |RS232 serial communication, can realize
s . remote control instrument by the device [remote control instrument by the device
Communication function ) .
driver software. driver software.
Other
functions Characteristic

Resolution 0.010/0.10/1Q 0.010/0.1Q/1Q Safety EN61010-1: 2001 EN61010-1: 2001
Range R/S/K/E/J/T/BIN R/S/K/E/J/T/B/N Withstand voltage The input and output AC350V/1 minutes | The input and output AC350V/1 minutes
Thermocouple Accuracy 0.4C 0.4C Insulation The input and output DC500V /50MQ] The input and output DC500V /50MQ
Resolution 0.1C/1C 0.1C/1°C EMC EN61326-1: 2006 EN61326-1: 2006
Range Pt100/Pt200/Pt500/ Pt100/Pt200/Pt500/ Authentication ___CE ___CE
Pt1000/Cu10/Cu50 Pt1000/Cu10/Cu50 Display Double display on the LCD screen Double display on the LCD screen
RTD Accuracy 0.2C 0.2C Power supply 4x1.5V_AAA Alkaline battery 4x1.5V_ AAA Alkaline battery
Resolution 0.1C 0.1C Size 205x95x42mm 205 x95x42 mm
Range 1Hz ~110KHz 1Hz ~110KHz Weight About 5009 About 5009
Frequency Accuracy +2words +2words Standard Quantity Per Carton 10pcs 10pcs
Resolution 0.01Hz/1Hz/0.1KHz/2KHz 0.01Hz/1Hz/0.1KHz/2KHz Standard Carton Measurement 395mm*385mm*260mm 395mm*385mm*260mm
Frequency 1Hz —10KHz 1Hz —10KHz Standard Carton Cross Weight 12.4Kg 12.4Kg
Pulse Range 1 ~100000cyc 1 ~100000cyc . ] ) L ) . o
Accuracy +2words +2words Note: table range for the maximum range, precision is the highest accuracy (reading%), the resolution is the
Resolution 1cyc 1cyc
Range 1Hz ~110KHz 1Hz ~110KHz
Switch Accuracy +2words +2words
Resolution 0.01Hz/1Hz/0.1KHz/2KHz 0.01Hz/1Hz/0.1KHz/2KHz
Range Depends on the pressure module
Accuracy=
Pressure (% of the set value+% of range) N/A Depends on the pressure module
Resolution 5 digit display
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Source

Project

10+ Series Calibrator

YITENSEN PAKRITE®

The peference model

Performance
parameters

Range -5~ 550mV -20~220mV
DC millivolt i(%ofRe’:‘;iC:g'ffzofRange) N/A 0.02%+0.01% 0.02%+0.02%
Resolution 1uV/10uV 0.01mV.
Range -5~ 55V
DC voltage Accuracy=
+( % of Reading+ % of Range) N/A N/A 0.02%+0.01%
Resolution 0.1mV/1mV
Range -4 ~ 55mA
Accuracy=
DC current +( % of Reading+ % of Range) N/A N/A 0.02%+0.01%
Resolution 1uA
Range 0 ~ 5.5KQ
. Accuracy=
Resistance |, o cpoidi s "/:/ofRange) N/A 0.05%+0.02% N/A
Resolution 0.01Q/0.1Q
Frequency Range 3 ~50KHz
Accuracy N/A N/A +2words
Measure Resolution 0.01Hz/0.1Hz/1Hz
Switch Range NIA NIA CLOSE/OPEN
Threshold 200~300Q
Range Depends on the pressure module
Accuracy=
Pressure i(%ofReading+"/Zof Range) N/A N/A Depends on the pressure module
Resolution 5 digit display
Range 24V
Loop power suppl Accuracy N/A N/A +10%
The maximum current 22mA
Range 10types (R/S/K/E/J/T/B/N/L/U)D
Thermocouple Accuracy N/A 0.7C N/A
Resolution 0.1C/1C
Range 6types (Pt100/Pt200/Pt500/
RTD N/A Pt1000/Cu10/Cu50)
Accuracy 0.5C N/A
Resolution 0.1C
Range 0 ~500Q
Continuity beeper] Accuracy N/A <50Q Sound <250Q Sound
Resolution 0.01Q
Backlight v v v
Auto Power-off Vv v v
Charging function v v v
Other functions| Room temperature display v v v
Battery detection v v v

Communication function

RS232 serial communication, can realize remote control instrument by the device driver software

The mathematical treatment

Data hold zero. average

Data hold zero. average

Data hold. zero. average

Characteristic

Safety EN61010-1: 2001 EN61010-1: 2001 EN61010-1: 2001
Insulation DC500V /50MQ DC500V /50MQ DC500V /50MQ
EMC EN61326-1: 2006 EN61326-1: 2006 EN61326-1: 2006
Authentication CE CE CE
Display Double display on the LCD screen Double display on the LCD screen Double display on the LCD screen
Power supply 4x1.5V_AAAalkaline battery 4x1.5V_AAA Alkaline battery 4x1.5V_AAA Alkaline battery
Size 205 x 95 x 42 mm 205 x 95 x 42 mm 205 x 95 x 42 mm
Weight About 500g About 500g About 500g
Standard Quantity Per Carton 10pcs 10pcs 10pcs
Standard Carton Measurement 395mm*385mm*260mm 395mm*385mm*260mm 395mm*385mm*260mm
Standard Carton Cross Weight 10.4Kg 10.3Kg 11.5Kg

Range -10~1100mV -10.000~100.000mV -10~1100mV
Accuracy=
DC millivolt +(% of the set value+% of 0.02%+0.01% 0.02%+0.01% 0.02%+0.01%
range)
Resolution 1uVv 1uVv 0.01mV
Range -1~ 11V -01 ~ 1V -1~ 11V
Accuracy=
DC voltage +(% of the set value+% of 0.02%+0.01% 0.02%+0.01% 0.02%+0.01%
range)
Resolution 0.1mV 10uV 0.1mV
Range 0~ 22mA 0~ 22mA
Accuracy=
DC current +(% of the set value+% of 0.02%+0.02% N/A 0.02%+0.02%
range)
Resolution 1uA 1uA
Range 0~ 22mA 0~ 22mA
Accuracy
. +(% of the set value+% of 0.02%+0.02% 0.02%+0.02%
Sink current N/A
range)
Resolution 1uA 1uA
External power supply 5~ 28V 5~ 28V
Range 0 ~ 40KQ 0 ~ 4KQ
Accuracy=
Resistance +(% of the set value+% of 0.02%+0.02% 0.02%+0.02% N/A
range)
Resolution 0.010/0.1Q/1Q 0.01Q/0.1Q
Range 1Hz ~100KHz 1Hz ~10KHz
Frequency Accuracy +2words N/A +2words
Resolution 0.01Hz/1Hz/0.1KHz/2KHz 0.01Hz/1Hz/0.1KHz/2KHz
Frequency 1Hz ~10KHz 1Hz ~10KHz
Pulse Range 1 ~100000cyc 1 ~100000cyc
Accuracy +2words N/A +2words
Resolution 1cyc 1cyc
Range 1Hz ~100KHz
Switch Accuracy +2words N/A N/A
Resolution 0.01Hz/1Hz/0.1KHz/2KHz
Range 10types (R/S/K/E/JITIB/N/L/IU) 10types (R/S/K/E/J/T/BIN/L/U)
Thermocouple Accuracy 0.4C 0.4C N/A
Resolution 0.1°C/1C 0.1°C/1C
Range 6types (Pt100/Pt200/Pt500/ 6types (Pt100/Pt200/Pt500/
RTD Pt1000/Cu10/Cu50) Pt1000/Cu10/Cu50) N/A
Accuracy 0.2°C 0.2°C
Resolution 0.1C 0.1C

e CE Qv

* Ite: table range for the maximum range, precision is the highest accuracy (reading%), the resolution is the highest resolution.

e CE
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Hart Loop Calibrator

0X+ Calibrator

| 'VITENSEN TOBH HART L0DP Caliskaton

WakT | AERRT

709H

Project

Protection grade : IP65
Accuracy : =0.01%
HART communication

Referencemodel

Performance
parameters

(LooP

Range 0.000~22.000mA
Accuracy
D(gé‘;:f)m £(% of the set value +% of 0.01%+0.015%
range)
Resolution 1uA
Source Range 0.000~22.000mA
Accuracy
Analog transmitter | +(% of the set value +% of 0.01%+0.015%
(SIMULATE) range)
Resolution 1uA
External power supply 5~ 28V
Range -2.000~28.000V
Accuracy
DC voltage +( % of Reading+ % of 0.01%+0.01%
(bCcV)
Range)
Resolution 1mV
Range -4.000 ~33.000mA
Accuracy
Measurement DC current +( % of Reading+ % of 0.01%+0.01%
(DCmMA
Range)
Resolution 1uA
Range 24V
Loop power supply The maximum current 22mA

Driving ability

No HART resistance of 1KQ.

HART resistance is 750 Q.

HART communication

Support HART general instructions and general application instructions. Able to read

Protection grade

IP65

Backlight

v

Backlight brightness
adjustment

25% . 100%step output

Automatic ramp

Automatic step

Other functions mA. %Switch the

display

Auto Power-off

Power Adaptation
function

SN AN RN AN AN ANV RN

Battery Low display

v

PC online
communication

Compatible with infrared isolation USB serial communication interface.
Supports industry standard SCPI commands, can realize remote control instrument

59

Characteristic

Electrical safety

EN61010-1 : 2001

01+/02+/03+/04+/05+

NEW type holster
Accuracy : =0.05%

YITENSEN PAKRITE®

YITENSEN 0§ * uoor camasmon

iV
|- +mie 4 - XM O

Insulation DC500V /50MQ
EMC EN61326-1: 2006
Authentication CE
Display 3.2inch TFT color display
Power supply 4x1.5V_AAA Alkaline battery /6V adapter
Size 206 x 97 x 60 mm
Weight About600g

Standard Quantity Per Carton

Standard Carton Measurement

Standard Carton Cross Weight

EMC
LVD

ce

Project 01+ 02+ 03+ 04+ 05+
Range 100mV 28V
DC voltage Resolution N/A 0.01mV N/A N/A 0.001V
Basic accuracy 0.05%+3dgt 0.02%+2dgt
Range 400Q.4000Q
Resolution N/A N/A 0.10.1Q N/A N/A
. Basic accuracy 0.05%+2
Resistance - n
Two wire. three wire or
Wire N/A N/A four wire for measure N/A N/A
resistance
Range 22mA
Measurement DC current Resolution N/A N/A N/A N/A 0.001mA
Basic accuracy 0.02%+4
E. K. J. T. N\ R, S,
Range
- N/A B. N/A N/A N/A
Thermocouple Resolution 0.1°C. 1°C
Basic accuracy 0.05%
The reference j.unction N/A v N/A N/A N/A
compensation
Range Cu10. Cu50. Pt10. Pt10(Q
RTD N/A N/A . Pt200. Pt500. Pt1000
Resolution 0.1°C N/A N/A
Basic accuracy 0.05%
Range 100mV. _1000mV 100m\V,._1000mV 10V
DC voltage -
Resolution 0.01mW. 0.1mV 0.01m\. 0.1mV N/A 0.001V N/A
Basic accuracy 0.05%+3dgt 0.05%+3dgt 0.05%+2dgt
Range 400Q. 4000Q 0~400.0Q
Resistance Resolution 0.1Q. 1Q N/A 0.1Q. 1Q N/A N/A
Basic accuracy 0.05%+2dgt 0.05%+2dgt
Range 22mA 22mA
DC current Resolution N/A N/A N/A 0.001mA 0.001mA
Basic accuracy 0.05%+4dgt 0.05%+4dgt
E. K. J0 T. NN R\ S, [E. K. J. T. N\ R, S.
Range B. B.
Thermocouple Resolution 0.1°C. 1°C 0.4°C. 1°C N/A N/A N/A
Basic accuracy 0.05% 0.05%
Source The reference jlunctlon N Nz N/A N/A
compensation
Cut0. Cus0. Pt10. Cu10. Cu50, Pt10. Pt100
Range Pt100. Pt200. Pt500. Pt200. Pt500 . Pt1000
RTD Pt1000 N/A N ) N N/A N/A
Resolution 0.1°C 0.1°C
Basic accuracy 0.05% 0.05%
Simulating transmitter N/A N/A N/A Vv v
25%, 100% step output N/A N/A N/A v v
Automatic ramp N/A N/A N/A v v
Automatic step N/A N/A N/A v/ v/
Display current and % of span N/A N/A N/A v v
Loop power N/A N/A N/A 24V 24V
°C/° F conversion v v v N/A N/A
Loop detection | The 24V loop power supply and measuring the N/A N/A N/A N/A \
Power Supply LR6(/. five) X2 LR6(/. five ) X2 LR6(/. five) X2 LR6(/. five) X2 LR6(/. five) X2
Auto Power-off v/ v/ v/ v/ v/
Backlight N/A N/A N/A N/A N/A
Size 180x90%x52 180%x90x52 180x90%x52 180x90%x52 180x90x52
Weight About 400g About 400g About 400g About 400g About400g
Accessories Testline . manual Testline . manual Testline . manual | Testline. manual , fuse| Testline. manual_ fuse
Standard Quantity Per Carton 10pcs 10pcs 10pcs 10pcs 10pcs
Standard Carton Measurement 395mm*385mm*260mm | 395mm*385mm*260mm | 395mm*385mm*260mm | 395mm*385mm*260mm| 395mm*385mm*260mm
Standard Carton Cross Weight 9.6Kg 9.6Kg 9.6Kg 9.6Kg 9.6Kg
EMC C E v
LVD 500
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Process Multimeter

YITENSEN 7OA PROGESS MULTIMETER

)

Pz MAY e COM o DIBHY
3w

78179

Project 77 78 79 79A
Range +51V +400V +400V +1000V
DC voltage The highest 10mv 0.01mVv 0.01mV 0.01mV
resolution
Basic accuracy 0.5% 0.2% 0.2% 0.1%
Range '510V 400V 400V 750V
AC voltage The highest 100mV 0.1mV 0.1mV 0.1mV
resolution
Basic accuracy 1.5% 0.5% 0.5% 0.5%
Range 5kQ 40MQ 40MQ 50MQ
Resistance The highest 10 0.1Q 0.1Q 0.1Q
resolution
Basic accuracy 0.5% 0.2% 0.2% 0.1%
Range +22mA +400mA +400mA +500mA
DC current The highest 1uA 10uA 10uA 1uA
resolution
Basic accuracy 0.2% 0.2% 0.2% 0.1%
Range 400mA 400mA 400mA
AC current The hlgr‘]est N/A 10uA 10uA 1uA
Measurement resolution
Basic accuracy 0.5% 0.5% 0.5%
Range R.S.B.E. K. JJT. N R.S.B.E. K. J.T. N
Thermocouple | 1 highest N/A N/A 1°C 1°C
resolution
Basic accuracy 0.5% 0.5%
Range Cu50. Pt100 Cu50,Pt100
RTD The highest N/A N/A 1°C 1°C
resolution
Basic accuracy 0.5% 0.5%
Range 100.0mF
CAP The highest N/A N/A N/A 0.01nF
resolution
Basic accuracy 5%
Frequency N/A 10Hz~100kHz 10Hz~100kHz 10Hz~100kHz
Diode test v v Vv v
Continuity beeper v v v v
Data hold v Vv v v
Relative value measurement N/A v v v
Rangs -50.0mV--550.0mV -10.00mV~110.00mV o aaomy
DC voltage N/A -0.500V~5.500V -0.5000V ~5.5000V -1.000V~11.000V
Resolution 0.1mV. 1mV 0.01m\ 0.1mV. 0.001m\¥ 0.01mV. 0.1mV
Basic accuracy 0.2% 0.2% 0.2%
Range 0~400.0Q 0~400.0Q
Resistance Resolution N/A N/A 0.1Q 0.10
Basic accuracy 0.2% 0.2%
Range 22mA 22mA 22mA 33mA
Source DC current Resolution 0.001mA 0.01mA 0.001mA 0.001mA
Basic accuracy 0.2% 0.2% 0.2% 0.2%
Simulating transmitter Vv v v Vv
25% . 100%Step output v v v v
Automatic ramp N/A v v v
Automatic step N/A v v v
Display current and % of span v Vv v v
Loop power 24V 15V 15V 24V
Frequency N/A 1.0Hz~11.0kHz 1.0Hz~11.0kHz 1.0Hz~11.0kHz
Thermocouple N/A N/A R.S. B.E. K. JJT. N R. §. B. E. K. JL.T. N
RTD N/A N/A Cu50 _Pt100 Cu50._Pt100
. The 24V loop power supply and v N/A N/A Vv
Loop detection Builtin 2502 N N/A N/A v
Power Supply LR6(/. five)x2 LRO3(/. seven)x4. Rechargeable LRO3(/. seven) x4 LR6(/. five)x4
Auto Power-off v/ Vv Vv vl
Backlight N/A v v v
Safety CAT IV 600V, CATIII 600V . CAT 11 600V, CAT. IV 600V,
Pollution degree 2 Pollution degree 2 Pollution degree 2 Pollution degree 2
Size 180x90x52 205%x95x42 205%x95x42 206x 97x 60
Weight About 400g About 5009 About 500g about 500g
Accessories Testline . manual. fuse Testline . manual . fuse Testline . manual. fuse Testline . manual. fuse
Standard Quantity Per Carton 10pcs 10pcs 10pcs 10pcs
Standard Carton Measurement 395mm*385mm*260mm 395mm*385mm*260mm 395mm*385mm*260mm 395mm*385mm*260mm
Standard Carton Cross Weight 8.8Kg 9.8Kg 10.2Kg 12Kg
EMC

LVD
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Pressure Calibration Instrument

PCEO1/02 Pressure Calibration Instrument

PCEO01/02 Pressure Calibration Instrument includes process calibration
device, communication cable for pressure module, pressure transformation
joint, high accuracy pressure module and common thread transformation
joint. Cooperate use of the Instrument with pressure manual pump

suit can make Users' pressure calibration more convenient. This Instrument
is widely used in measurement, petroleum, chemical, power, metallurgy,
national defense and instrument manufacture industries for precise
measurement and calibration of pressure measurement.

PCEO01/02 pressure calibration instrument, a perfect combination of electric

Pressure Calibration Instrument

PCEO03/04 Pressure Calibration Equipment
Introduce

PCEO03/04 Pressure Calibration Equipment includes a process calibrator,
pressure module communication cable, high accuracy pressure module and
a usual thread adapter. used in conjunction with pressure hand pump kit, Let
users pressure calibration more simple and convenient. The equipment can
be used to precision pressure test and pressure calibration in metrology,
petroleum, chemical, power, metallurgy, national defense and instrument
manufacturing industry.

signal calibration and pressure signal calibration.
1.Features of the Pressure Calibration Instrument:
® Can make on-spot calibration of various pressure instruments or

equipments, provide with 20 pressure modules of different types and ranges,
the pressure calibration range is from -100KPA~60MPA with 0.05% high

accuracy.

® Can measure and output electric signals of DC voltage, DC current, Ohms,

frequency, thermocouples, RTD with basic accuracy as high as

0.02%(specific functions are set by the configuration selected by Users).

® Can simulate transmitter, provide 24V DC power.
® Portable suitcase, system-wide configurations, convenient to use and
carry.

® Selectable pressure manual pump to make the calibration much easier.

2.pressure calibration device configuration table

ni?‘r:;)aelr Part name Model /specification Number Remarks
Multifunctional process
1 calibrator P 25 1 Only PCEO02
2 V/mA/pressure calibrator 15+ 1 Only PCEO1
VPMS seriesdigital . . .
3 pressure module 20 kinds of optional 1 You can select multiple
4 CALCP pressure adapter A000018 1
5 Communication cable A000046 1
1/4 NPT internal thread 1/4 .
6 The adapter BSP external thread 1 Options
M20*1.5internal thread 1/4 .
The adapter
7 P BSPexternal thread ! Options
8 Handpump K/P/-0.85~25BAR 1 Options
HTP1/0~700BAR
Attached: portable box 1,
Hand pum hose 1, all kinds of :
9 pume pressure adapter 8, kettle ! Options
1, the sealing gasket
several
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PCEO03/04 Pressure Calibration Equipment is a perfect combination of

electrical signal and pressure signal calibration.

1.Pressure Calibration Equipment characteristic

® Pressure Calibration Equipment can calibrate different types of

pressure instrument or equipment, and it can equipped with 20 different

types, different range pressure module, pressure calibration range from -
100KPA to 60MPA, the accuracy up to 0.05%.
® Measurement and Output DC voltage, DC current, Ohm, Frequency,

Thermocouple, Thermal resistance, almost all electrical signals. basic

accuracy upto 0.02% (particular functions depending on the user's

configuration).

e Pressure Calibration Equipment can simulate the transmitter, 24V DC

power supply.

e Portable suitcase, systematism configuration, convenient use and
portability.

eUser can choose with pressure hand pump, so that the pressure

calibration easier.

2.Pressure Calibration Equipment configuration table

serial Configurationitem Model Number Remark
number
1 Multifunction Process Calibrator 26 1 Only PCE03
2 Multifunction Process Calibrator 26H 1 only PCE04
3 VPM -S series digital pressure More than 20 kinds of types 1 Usercan select one
module or more
4 Communicationcable A000046 1
5 Threadadapter 1/4 NPTfemaleto 1/4 BSP 1 Options
male
6 Threadadapter M20*1.5femaleto 1/4 BSP 1 Options
male
7 handpump kit K/PL0.85~25BAR 1
Options
8 handpump kit HTP1/0~700BAR 1

Note : 1, 2, 3, 4, items details please see the "product catalog".

o € &
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Pressure Module

Pressure Pump

Brief Introduction of HP03 Hand-held Pressure Pump
HPO03 hand-held pressure pump is a kind of rapid manual pressure source, which is
applied to calibrate all varieties of on-spot pressure measurement meters installed in
industrial process and pressure meters used in the indoor control room, and can supply
pressure source for calibration as well. All varieties of pressure transmitter, pressure sensor
and other types of pressure meters ranging within -0.088~2.5MPa can be calibrated by this

VPM-S series digit pressure module introduce

Feature :

VPM-S series digit pressure module contains more pressure type, such as gauge,
compound and absolute; Self temperature compensation; Digital communication
mode;the modules are compatible with VICTOR calibrators; performance to meet
almost any calibration and measurement task.

pump as well. e High measure accuracy : 0. 05% F. S. , temperature coefficient is +0. 001%/TC
This pump is portable, light, smart and easy for use. The structure employs fine-tune ¢ W!de measure range : -0. 1~60MPa, more than a score of pressure ranges
. . . . e Wide temperature compensate range : from 0to 50°C
design, which enables the user to change the pressure output easily. This pressure pump e More Pressure Type : gauge, absolute and compound pressure modules available
can be carried to the working sites and connected with the calibrated meters, which makes ° '

Digit communication output : pressure resolution is 5 digits, support exchange of
pressure modules without setup and calibration.

® Self contained calibration : Calibration data are stored and processed inside the
VPM. Enabling calibration and traceability follows the module.

® Portable and rugged construction: Engineered for rough field use, almost
unbreakable.

® The VPM-S series digit pressure modules are compatible with 25 or

the calibration work become fast and easy, avoids all troubles of removing the calibrated
meter from the on-spot process pipes or control room and delivering to the lab for checking,
and helps the user to improve working efficiency.

Table of Specification for HP03 Hand-held Pressure Pump

ranges of output pressure (MPa) remark

Name type No.

Hand-held vaccum pressure Commonthread conversion connector, pressure hose ect., and can

pump HPO3 -0.088-2.5 be selected by the user. 15+ calibrators.
General feature: Pressure Module Model,Range & Acc. Aocuracy
; xg:i:zg Leumn"ﬁgirt?/t:u!%sq% lgE'C Model Range(kPa) Range(bar) Range(psi) Sensor type Pressure Oi‘?gﬂc
3. Maximum outline measurement: 250%x130x140mm
4. Weight: about 0.5Kg VPM100KGS | 0~100KPa 0~1bar 0~15psi isolated 316stainless steel gauge 0.05
VPM20KGS 0~200KPa 0~2bar 0~30psi isolated 316 stainless steel gauge 0.05
H H VPM500KGS 0~500KPa 0~5bar 0~72psi isolated 316 stainless steel gauge 0.05
Brlef IntrOdUCt|On Of HPO4 Hand-held Pressure Pump VPMOOIMGS 0~1MPa 0~10bar 0~150psi isolated 316 stainless steel gauge 0.05
HPO04 hand-held pressure pump is a kind of rapid manual pressure source, which is VPM002MGS | 0~2MPa 0~20bar 0~300psi isolated 316 stainless steel gauge 0.05
applied to calibrate all varieties of on-spot pressure measurement meters installed in VPMOO5MGS | 0~5MPa 0~50bar 0~725psi isolated 316stainless steel gauge 0.05
industrial process and pressure meters used in the indoor control room, and can supply VPM010MGS | 0~10MPa 0~100bar | 0~1500psi isolated 316stainless steel gauge 0.05
pressure source for calibration as well. All varieties of pressure transmitter, pressure sensor VPMO020MGS | 0~20MPa 0~200bar | 0~3000psi isolated 316stainless steel gauge 0.05
and other types of pressure meters ranging within 0~25MPa can be calibrated by this pump VPM040MGS | 0~40MPa 0~400bar | 0~5800psi isolated 316stainless steel gauge 0.05
as well. VPM0O60MGS | 0~60MPa 0~600bar 0~8700psi isolated 316stainless steel gauge 0.05
This pump is portable, light, smart and easy for use. The structure employs fine-tune VPM100KAS | 0~100KPa 0~1bar 0~15psi isolated 316 stainless steel vacuum 0.05
design, which enables the user to change the pressure output easily. This pressure pump VPM200KAS | 0~200KPa 0~2bar 0~30psi isolated 316 stainless steel vacuum 0.05
can be carried to the working sites and connected with the calibrated meters, which makes VPM500KAS | 0~500KPa 0~5bar 0~72psi isolated 316stainless steel vacuum 0.05
the calibration work become fast and easy, avoids all troubles of removing the calibrated VPMOO1MAS | 0~1MPa 0~10bar 0~150psi isolated 316stainless steel absolute 0.05
meter from the on-spot process pipes or control room and delivering to the lab for checking, VPMOO2MAS | 0—-2MPa 0—20bar 0~300psi isolated 316stainless steel absolute 0.05
and helps the user to improve working efficiency. VPMOO5MAS | 0~5MPa 0~50bar 0~725psi isolated 316stainless steel absolute 0.05
Table of Specification for HP04 Hand-held Pressure Pump: VPMOIOMAS | 0~10MPa 0~100bar | 0~1500psi isolated 316stainless steel absolute 0.05
Name type No.| ranges of output pressure (MPa) remark VPM020MAS 0~20MPa 0~200bar 0~3000psi isolated 316 stainless steel absolute 0.05
Handd . VPM100KCS | -100~100KPa -1~1bar -15~15psi isolated 316stainless steel Compound 0.05
land-held vaccum HPO4 0~25 Commonthread conversion connector, pressure hose ect., and - - -
pressure pump can be selected by the user. VPM200KCS | -100~200KPa -1~2bar -15~30psi isolated 316 stainless steel Compound 0.05
General feature: VPM500KCS -100~500KPa -1~7bar -15~100psi isolated 316 stainless steel Compound 0.05
1. working temperature: 0~50°C VPMOO1TMCS | -0.1~1MPa -1~10bar -15~150psi isolated 316stainless steel Compound 0.05
2. working humidity: < 95% RH VPM002MCS | -0.1~2MPa -1~20bar -15~300psi isolated 316 stainless steel Compound 0.05

3. Maximum outline measurement: 250x130x140mm
4. weight: about 0.5Kg

HTP1 hand-held hydraulic pump 0~70M oil or water BRIEF INTRODUCTION FOR IMPORT HAND-HELD PUMP

The Pump provides pressure generation as high as 70M easily. Because
the medium is oil or water, so the accumulator includes about 100cm3 space
to accomadate the volumn change. This Pump shows great adaptivity.
Besides , the cut-off valve is suitable for measurement of digital pressure
meter and pressure transmitter. this pump will be delivered to the user by
sturdy portable suitcase , including threaded adaptor and other tools.

K/P hand-held vaccum pressure pump -0. 085~2. 5M air

pressure to inflation pressure as high as 2. 5M, and shows great
adaptivity. Besides , the cut-off valve is suitable for measurement of
digital pressure meter and pressure transmitter.

The Pump provides simple pressure generation from sucktion j

Weight : 1. 1Kg measurement: 370x330x130mm weight: 900g measurement: 400x285x105mm

EMC (¢ Y Y
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Insulation Tester

YITENSEN 47108 EARTH/GROUND/CLAMP TESTER

4108

Function Project 3123 3125
Resistance range 0~2.50GQ
250V Resistance accuracy 5% N/A
Rated current 1mA
Resistance range 0~5.00GQ 0~5.00GQ
500V Resistance accuracy 5% 5%
Rated current 1mA 1mA
Resistance range 0~9.99GQ 0~9.99GQ
1000V Resistance accuracy 5% 5%
Insulation resistance Rated current 1mA 1mA
function Resistance range 0~99.9GQ 0~99.9GQ
2500V Resistance 5% 5%
accuracy
Rated current 1mA 1mA
Resistance range 0~1.2TQ
’ <100G 5%
5000V Resistance accuracy N/A >100G 20%
Rated current 1mA
The leakage current measurement 0~1500uA 0~1500uA
Short circuit current About 1.3mA About 1.3mA
Polarization index (PI) N N
- Induced absorption ratio(DAR) J J
Thfe aut)'““ary St It SV 500V—>1000V~1500V-2000V~>2500V 500V-1000V-1500\-2000V-2500V
unction ep voltage(SV) 1000V~>2000V~>3000V~4000V~5000V
The timing measurement(TIME) N N
The output voltage monitor N N
Automatic release voltage J N
Temperature Range 0~70.0°C 0~70.0°C
measurement
Voltage test DCRange 0~1000V 0~1000V
ACRange 30~600V 30~600V

Other functions

Storage

Manual : 260groups
Homework: 500groups

Manual: 260groups
Homework: 500groups

Online communication

Isolation of USB communication, SCPI
command, can realize remote control instrument
by the device driver software

Isolation of USB communication, SCPI
command, can realize remote control instrument
by the device driver software

The system time

The date +24h time
(Replace the battery without re setting

The date +24h time
(Replace the battery without re setting )

Battery detection

Display the remaining battery power

Auto Power-off

Display the remaining battery power
J

Otherindicators

Backlight The white LED The white LED
Size 210mm(L) x 155mm(W) x 95mm(D) 210mm(L) x 155mm(W) x 95mm(D)
Weight 17509 (Does /t contain a battery ) 17509 (Does /t contain a battery )

Enclosure protection

1IP40

1P40

Power supply

Alkaline battery1.5V(LR14) xThe 8 section
The power adapter(AC100~250V)

Alkaline battery1.5V(LR14) X The 8 section
The power adapter(AC100~250V)

Overload

Insulation resistance : AC1200V/10S

Insulation resistance : AC1200V/10S

Voltage range : AC720V/10S

Voltage range : AC720V/10S

Withstand voltage

AC3250V(50/60Hz)/5S
(Between the circuit and the outer box)

AC3250V(50/60Hz)/5S
(Between the circuit and the outer box)

Insulation resistance

1000MQ or greater/ DC 1000V
(Between the circuit and the outer box)

1000MQ or greater/ DC 1000V
(Between the circuit and the outer box)

Standard Quantity Per Carton 4pcs 4pcs
Standard Carton Measurement 510mm*350mm*330mm 510mm*350mm*330mm
Standard Carton Cross Weight 13Kg 14Kg
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Earth/Ground Clamp Tester

Project

method

Measurement of RE pile

4108
2pole

3pole

4pole

Measurement of RE
selective electrode

3 pole + single clamp

4 pole + single clamp

. . method
Measuring function Double clamp N
method
Soil resistivity v
Equipotential resistance J
measurement
Interference Disturbance voltage (AC. DC)
measurement Interference frequency
Clamp current J
measurement
The test frequency (Hz) 94, 105,‘ 111, 128
Automatic / manual
Um 40Vrms sine
Output characteristic Im 250mA
Um-dc 20Vdc
Im-dc 250mA
Re (Rg) Range 0.020~199.9kQ
Basic accuracy 2%+5
. Range 0.020~19.99kQ
Asingle clamp -
Basic accuracy 5%+5
Double clamp .Range 0.020~100Q
Basic accuracy 10%+2
Rdc Range 0.020~1999Q
Basic accuracy 2%+2
p 0~3768kQ'm
Measurement of grounding resistance (Rs) testing v
Auxiliary grounding resistance (Rh) testing N
Remove the test function of Rk N
LIMITalarm v
beep N
Power Supply LR®6 (five) * 8/ charger
Battery detection v
Auto Power-off N
Display type 240 * 128 dot matrix
Backlight v
RTC v
Storage N

Communication

Infra-red USB

Safety

CAT III 600V. Pollution degree 2

Overload protection

AC250V

High voltage AC3250V(50Hz/60Hz) /5 seconds
Insulation resistance >50MQ/DC 1KV
EMC Class B

Accessories

The 4 test line, 4 piles, 2 forceps

Size 210x155x95
Weight About900g
Standard Quantity Per Carton 1pcs
Standard Carton Measurement 395mm*385mm*260mm
Standard Carton Cross Weight 7.9Kg

EMC
LVD
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True RMS Multimeter

True RMS Multimeter

YITENSEN PAKRITE®

Project 98A+

DC voltage Range 200mV/2V/20V/200V/1000V
9 Basic accuracy + (0.05%+%
AC voltage Range 200mV/2V/20V/200V/1000V
9 Basic accuracy + (0.5%+40
DC current Range 200uA/2000uA/20mA/200mA/2A/10A
Basic accuracy + (0.2%+10
AC current Range 200uA/2000uA/20mA/200mA/2A/10A
Basic accuracy + (0.8%+30
. Range 200Q/2kQ/20kQ/200kQ/2MQ/20MQ/60MQ
Resistance -
Basic accuracy + (0.2%+5
Range 10nF/100nF/1000nF/10uF/100uF
Capacitance 9 /1000uF/10mF/100mF
Basic accuracy + (5%+5)
Range 10Hz~10MHz
Frequency -
Basic accuracy + (0.02%+4
Range Kindexing: -200.0°G~1360.0°C
Thermocouple -
Basic accuracy + (1%+1°0
Range Pt100: -200.0°C-850.0°C

RTD

Basic accuracy

+ (1%+0.5°C)

Display words

22000

The measurement rate

3times/sec

Analog Bar graph

20 times/sec

Automatic / manual range

Vv

Measure the true effective value

Vv

Bandwidth

1kHz

The duty ratio

0.1%~99%

Diode test

Continuity beeper

dBm

AC+DC

MAX/MIN/AVG

Relative value measurement

Data Hold

Auto Hold

Peak Hold

The reference junction compensation

°C/° F conversion

NN AN AN AYANANANANA

Inputimpedance

10MQ

Data recording

1000 group

Online communication

The isolation of the USB interface and PC communication.
Support the SCPI command, can realize remote control
instrument by the device driver software. The powerful function,
friendly man-machine interface, the user can conveniently
obtain multiple data parameters of instrument, and the data
storage, processing, management, access to data is
displayed in the graphical or tabular form.

Auto power-off v
Display type LCD
Backlight v
Power Supply 4xAAA Alkaline batteries
Safety CAT Il 600V, CAT Il 1000V
Electromagnetic compatibility IEC61326-1, Group2, ClassB
Size 205x95x42mm(Sheathing)
Weight About500g
Standard Quantity Per Carton 10pcs
Standard Carton Measurement 395mm*385mm*260mm
Standard Carton Cross Weight 9.8Kg

EMC
LVD
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189A

Project 189A

DC voltage Range 50mV/500mV/5V/50V/500V/1000V
9 Basic accuracy + (0.025%+5dgt)
Range 50mV/500mV/5V/50V/500V/750V
AC voltage -
Basic accuracy + (0.7%+30dgt)
Range 500uA/5000uA/50mA/500mA/5A/10A
DC current -
Basic accuracy + (0.15%+10dgt)
Range 500uA/5000uA/50mA/500mA/5A/10A
AC current -
Basic accuracy + (0.8%+30dgt)
. Range 500Q/500Q/5kQ/50kQ/500kQ/5MQ/50MQ
Resistance

Basic accuracy

+ (0.05%+5dgt)

10nF/100nF/1000nF/10uF/100uF

Capacitance Range /1000uF/10mF/100mF
Basic accuracy + (5%+5dgt)
Range 10Hz~100kHz
Frequency -
Basic accuracy + (0.02%+4dgt)
Thermocouble Range Kindexing -200.0°C-1360.0°C
P Basic accuracy + (0.5%+0.5°C)
Range Pt100: -200.0°C-850.0°C

RTD

Basic accuracy

+ (0.5%+0.5°C)

Display words

55000

The measurement rate

Fast: 20 times / sec
Slow: 5 times / sec

Analog Bar graph

The fastest rate: 20 times / sec

Automatic / manual range

v

Measure the true effective value

v

Bandwidth

50kHz

Duty cycle ratio

0.1%~99%

Diode test

Continuity beeper

dBm

Low pass filter

MAX/MIN/AVG

Relative value measurement

Data Hold

Data Hold

Peak Hold

The reference junction compensation

°C/ ° F conversion

Change rate

A AN AN AN AN A Y AN ANANANAY

Input impedance

10MQ

Datarecording

Manual record:1000group
Homework: 1000 groups of records

Online communication

VICTOR 189A can undertake wired
communication with infrared serial port of the
compatible USB connection.

Support the SCPI command, can realize remote
control instrument by the device driver software.
The powerful function, friendly man-machine
interface, the user can conveniently obtain
multiple data parameters of instrument, and the
data storage, processing, management, access to
datais displayed in the graphical or tabular form.

Auto power-off v
Display type LCD
Backlight v
Power Supply 4xAAA alkaline batteries
Safety CAT IV 600V. CATIII 1000V
Electromagnetic compatibility IEC61326-1,Group1, Class B
Size 206x97x60mm
Weight About 500g
Standard Quantity Per Carton 10pcs
Standard Carton Measurement 395mm*385mm*260mm
Standard Carton Cross Weight 11.3Kg

e CE
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Bench-Type DMM

Bench-Type DMM

YITENSEN 8145C |GUAL CISELAY MUL TIMETER
Trug RMS

10A FUSED

8246A/8246B

Acceracy:0.025%
Display words:55000

8145C

Acceracy:0.05%
Display words:22000

A\ carianov
. Project 8246A ' 8246B
Project 8145C Range 50mV/500mV/5V/50V/50 50mV/500mV/5V/50V/500V/1000V
DC voltage Range 200mV/2V/20V/200V/1000V DC voltage Basic accuracy + (0.025%+5dgt) + (0.025%+5dgt)
Basic accuracy t (0.05%+4 AC volt Range 50mV/500mV/5V/50V/50 50mV/500mV/5V/50V/500V/750V
AC voltage Range 200mV/2V/20V/200V/750V voltage Basic accuracy + (0.7%+30dgt) + (0.7%+30dgt
Basic accuracy + (0.5%+40 DC current Range 500uA/5000uA/50mA/500
DC current Range 0.2mA/2mA/20mA/200mA/2A/10A Basic accuracy + (0.15%+10dgt)
Basic accuracy + (0.2%+10 AC current Range 500uA/5000uA/50mA/500m,
AC t Range 0.2mA/2mA/20mA/200mA/2A/10A Basic accuracy + (0.8%+30dgt) ;
T — Basic accuracy + (0.8%+30 Resistance Range 500Q/5kQ/50kQ/500kQ /5MQ/50MQ 500Q/5kQ/50kQ/500kQ /5MQ/50MC
Range 2000Q/2kQ/20kQ/200kQ Basic accuracy + (0.05%+5dgt) + (0.05%+5dgt)
Resistance g 12MQ/20MQ/60MQ Canmci Range 10nF/100nF/1000nF/10uF/100uF|  10nF/100nF/1000nF/10uF/100uF
Basic accuracy + (0.2%+5 apacitance — /100*(-)u(2/0;(1r;1§/:00mF /100:)11(!;/0;(*)‘?5/:00mF
) Range 10nF/100nF/1000nF/10uF/100uF/1000uF asic aceuracy £ (5%+5dgt) £ (5%+5dgt)
Capacitance - Range 10Hz~100kHz 10Hz~100kHz
Basic accuracy t (5%+5) Frequency Basic accuracy + (0.02%+4dgt) + (0.02%+4dgt)
Frequenc Range 10Hz~10MHz Range Kindexing: -200.0°C~1360.0°C | _ Kindexing: -200.0°C—1360.0°C
a Y 0 Thermocouple
Basic accuracy : _* (0.02%+4 P Basic accuracy + (0.5%+0.5°C) + (0.5%+0.5°C)
Thermocouple _Range Kindexing: -2000-00 C-1360.0°C RTD Range Pt100: -200.0°C~850.0°C Pt100 : -200.0°C~850.0°C
Basic accuracy + (1%+1°0 Basic accuracy + (0.5%+0.5°C) + (0.5%+0.5°C)
Display words 22000 Display words 55000 55000

Quick: 20 times / sec
Slow: 5 times / sec

Quick: 20 times / sec
Slow: 5 times / sec

Quick: 20 times / sec
Slow: 3 times / sec

The measurement rate The measurement rate

Automatic / manual range v Automatic / manual range J J
True RMS % True RMS J 7
Bandwidth 1KHz Bandwidth 50kHz 1kHz

i of ~ 0, o/ 0,
The duty ratio 0.1%—99% The_ duty ratio 0.1%~99% 0.1%~99%
- Diode test N M
Diode test v —
— ~ Continuity beeper N M
Continuity beeper Four wire resistance measurements N v
MAX/MIN/AVG v dBm 7 7

Relative value measurement v MAX/MIN/AVG J 7

Data Hold v Relative value measurement J v
The reference junction compensation v Data Hold J J
°C/° F conversion v The reference junction compensation V N
Inputimpedance 10MQ °C/° F conversion N M
The isolation of the USB interface and PC Change rate M N

communication Inputimpedance 10MQ 10MQ

Data recording Work in 50000 groups were recorded | Work in 50000 groups were recorded

Support the SCPI command, can realize remote control
instrument by the device driver software. The powerful
function, friendly man-machine interface, the user can
conveniently obtain multiple data parameters of
instrument, and the data storage, processing,

management, access to data is displayed in the
graphical or tabular form

Communication interface Configurable isolation USB, isolated RS232 communication

Online cmmunication
Support the SCPI command, can realize remote control instrument by the device

driver software. The powerful function, friendly man-machine interface, the user
can conveniently obtain multiple data parameters of instrument, and the data
storage, processing, management, access to data is displayed in the graphical
or tabular form.

Online communication

Display type LCD
Backlight v Au_to power-off J J
Power Supply 220V£10%AC or 110V£10%AC, 50Hz or 60Hz Display type _ VFD___ . VFD__
Power About3W POWPeor SeL:'pp|y 220Vi10/oACAOL(1)1 ('::\:/31\'/\1/0 %AC, 50Hz 220Vt10A;AC:Ll1(:\;/;1/0 %AC, 50Hz
W u u
Electromagls:gz::ycompatibility IECG132§?£:LSS1OVCIass B Safely CATIL300Y CATII 300V
- : : Electromagnetic compatibility IEC61326-1,Group1, Class B IEC61326-1,Group1, ClassB
Size 245 x 220 x 82 (mm) Size 245 x 220 x 82 (mmdgt) 245 x 220 x 82 (mmdgt)
Weight About 2Kg Weight About 2kg About 2kg
Standard Quantity Per Carton 6pcs Standard Quantity Per Carton 4pcs 4pcs
Standard Carton Measurement 585mm*505mm*323mm Standard Carton Measurement 650mm*390mm*370mm 650mm*390mm*370mm
Standard Carton Cross Weight 13.6Kg Standard Carton Cross Weight 20.2Kg 20.2Kg
EMC (- ¢ P . EMC ¢ #
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Accessories

CALCT temperature probe

® Type: A000019

e applicable products : process calibrations of VC25, VC11+, VC14+ of
this Company

e function : can measure environmental temperature and capture cold-
end compensation temperature faster and more accurate.

e accuracy: +0.2degree

e feature : MINI_USB interface (connected with the meter)

e weight : about17g

CA portable DC power

etype : A000021

® function : to supply 24V DC power on site

e feature: built-in 5 th NIMH chargeable batteries : 1.2V AANIMH eight
1800mAh ;

OUTPUT: DC 25V/100mA;

e charger option: CA charger of this Company (A000020)
e working time: about four hours (output 25V/ 100mA)

e charging time: about 15 hours

e no-load power consumption : <200mW

e weight: about 360g

e outline : 120mmx60mmx=38mm (lengthxwidthxheight)

CA charger

® Type: A000020

® Applicable products: process calibration meter of VC25,
VC11+, VC14+, VC15+, and ; multi-meter of VC78, VC79 of
the Company

® Functions: charge any meter used Nimh batteries

e Feature: INPUT: AC 100V ~240V  50/60Hz;
OUTPUT: DC 12V/500mA(MAX) ;

® built-in fuse: 0.5A/ 250V _ fast-melt fuse

e powerline: 120cm 1 piece

e weight : about:270g (includes power line)

e outline: 120mmx60mmx=38mm (lengthxwidthxheight)

CA communication convertor module

e type: A000022

e applicable products: the calibration meters of VC25, VC11+, VC14+,
VC15+ of this company

e functions: to fulfill the data communication between the meter and the
PC;

® features: MINI_USB plug in the end(connected with meter), standard
USB plug in the other end (connected with PC)

® weight: about 50g

CA pressure module convertor

e type: AO00018

e applicable products: VC25, VC15+ calibration
meters of this company

e functions: to finish pressure measurement by
connecting the meter and the pressure module

® features: MINI_USB plug in the end(connected

with meter), standard LEMO USB plug in the other end
(connected with PC)

® weight: about 20g

e ce &

Accessories

YITENSEN PAKRITE®

USB serial communication line
Standard USB interface

Atype 4P RP-SMA Male/ MINI
USB Atype 5P insert

Type: H100000

USB serial communication line

Standard USB interface
USB Atype 4P RP-SMA Male/
USB B type 4P insert/ with

shielding layer

Testing probe

Product catalogue: General accessories

Standard banana-typed interface adapted to varieties of probes
Bar length: 115mm ; length of valid needles: 18mm

CATIII 1000V 16A

type : HO00000

Testing probe

Product catalogue: General accessories

Barlength: 145mm ; line length:1000mm ; length of valid needles: 18mm
CATIII 1000V 20A

type : HO00003

Testing probe

Product catalogue: General accessories

Standard banana-typed interface adapted to varieties of probes
Barlength: 145mm ; line length:1000mm ; length of valid needles: 18mm
CATIII 1000V 10A

type : HO00005

Testing probe

Product catalogue: General accessories

Bar length: 145mm ; line length:1000mm ; length of valid needles: 18mm
CATIII 1000V 10A

type : HO00013

o € &
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Accessories

Alligator clipper test lead

« alligator clipperin one end

*4mm banana plug in the other end (with insulation pipe sleeve)
* highly flexible connective leads to meet different needs of tests
» comply with criterion: EN61010, IEC61010, DIN VDEO0411

rated voltage CATIII 600V
rated current 10A
standard lead 1000mm;PVC

Alligator clipper test lead

« alligator clipperin one end

* two 4mm banana plugs in the other end (with insulation pipe sleeve)
* highly flexible connective leads to meet different needs of tests

» comply with criterion: EN61010, IEC61010, DIN VDEO0411

rated voltage

CATIII 600V

rated current

10A

standard lead

1000mm;PVC

Alligator clipper test lead

- alligator clipperin one end

*4mm banana plug in the other end (with insulation pipe sleeve)
« highly flexible connective leads to meet different needs of tests
» comply with criterion: EN61010, IEC61010, DIN VDEO0411

rated voltage

CATIII 600V

rated current 10A
standard lead 1000mm;PVC
Main indicator of adaptor
rated voltage 15V
output range 15V+5%
current value 0A~2.0A

Main indicator of lined adaptor

input voltage/ frequency 220V/50Hz
no-load current <45mA
input power 5W

output DC nodoad voltage 5V+5%
load current 1000mA
output DC load voltage 4.7V£0.5%

e ce &

Accessories

s

YITENSEN PAKRITE®

Alligator clipper

*Product catalogue: alligator clipper

- Insulation direct plug-in alligator clipper
* Alligator clipper: 80*36mm

«Maximum dehisce: 20mm

«CATIIl 1000V 10A

*Type: H0O10000

Industrial test lead

*Product catalogue: general accessories

«Length of probe bar: 136mm, length of probe line: 1000mm
*Valid length of probe needle :18mm

-CATIIl 1000V 10A

*Type: HO00001

Industrial test lead

*Product catalogue: general accessories

*Standard banana head to adapt to varieties of probes to make test easy
*Banana head: 56mm, length of probe line: 1000mm

*CATIII 1000V 10A

*Type: HO00002

Hooked test probe

*Product catalogue: general accessories

*With safe handle and smart, scalable, exploratory trench with compression
spring to make test easy

*Standard banana head to adapt to varieties of probes to make test easy

*CATIII 1000V 10A

*Type: HO00004

TC convertor

*Product catalogue: TC convertor

- Adapted conversion test of all kinds of graduations
*Type: H200000

Pressure module communication cable

-type: A0O00046

.applicable products: the calibration meters of VICTOR 25, VICTOR15+ of this
companythis company

-functions: to fulfill the data communication between the meter and the
pressure module

-features: Binder 5-pole female to LEMO 5_pole male

.length : about 60mm

o € & %
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FUNCTION GENERATOR s e esceseoscsscssocssossoscssse 1
FREQUENCY COUNTER: s ¢ s s e s s e s ooseososssocssoscsss 2-3
BENCH-TYPE DMMe ¢ s ¢ o6 e6sescoscocscsscssossssess 4-5
DIGITALMULTIMETER s e s s escooscescsscssocssoscsss 6-21
CAPACITANCE METER® ¢ s e s s essosesscssocssossssscsss 22
CLAMP METER: ¢+ s esoosoescsscssocssocsssscssess 23-28

DIGITAL PHASE METER / SURFACE RESISTANCE METER « « « + +29
CLAMP LEAKER / RESISTANCE METER® * # + + o e+ s+ s+ +30-32
- +33-34
e o o 035

INFRARED THERMOMETER
TACHOMETER * ¢ ¢ s oo ooooees
ANEMOMETER: s e s s s e s s oess
SOUND LEVELMETER ® ¢ e ¢ s o e

LUXMETER® s eseoe coseccoccccos
THERMO-HYGROMETER /VIBROMETER
PHASE INDICATORe ¢ o e e o eccoesese
CABLE TESTER/CABLE TRACKER

MOISTURE TESTER /VOLTALERT
LASER DISTANCE METER: ¢ ¢ « « «
INFRARED THERMAL CAMERA -
PORTABLE ENDOSCOPE * **

HAND-HELD OSCILOSCOPE® + # + « s s+ e+«

THICKNESSMETER..................

- 36
«37
*38

ACCESSORIES e e e 0 e c0oceocoooceoososcosoccsosocsocsocssocsococosc 52

CALIBRATOR.......................

PROCESS MULTIMETERs ¢ ¢ e e e ececeeececenes
PRESSURE CALIBRATION INSTRUMENT =« « «

PRESSURE PUMP. L] ® & 0 & & & 0 6 0 0 6 0 0 O 0 0 O 0 0o 0o o o
PRESSURE MODULE. e o ® & & & 0 6 0 0 & 0 06 0 0 0 0 0 0 o o
INSULATION TESTER/EARTH CLAMP TESTER ¢ « « «

TRUERMSMULTIMETER....................

BENCH-TYPEDMM.......................
ACCESSOR'ES..........................
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